
20
24

Koeltechnisch distributeur sinds 1948



 

Als gevolg van ons beleid van voortdurende productverbetering kunnen
de vermelde kenmerken en gegevens in deze brochure zonder voorafgaande
kennisgeving worden gewijzigd. 
Type - en / of drukfouten voorbehouden. 
De afbeeldingen van producten en accessoires zijn indicatief.
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EFFICIËNTIE, KWALITEIT EN BETROUWBAARHEID

KOUDEMIDDEL ORP GWP Load volume 
R22 = 100%

CO2 Emissions
R22 = 100%

R32 0 675 60 22

R410A 0 2088 84 97



EFFICIËNTIE, KWALITEIT EN BETROUWBAARHEID





Wi-Fi control
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LOUVER 
POSITION 
MEMORY

FOLLOW 
ME

TURBO 
MODE

LOUVER 
POSITION 
MEMORY

REFRIGERANT 
LEAK 

DETECTION

1W STANDBY TWO WAY 
DRAINING

AUTO
DEFROSTING

SLEEP 
MODE

R32AUTO SWINGECO MODEAUTO-
DIAGNOSIS

SYSTEM

ULTRA-
QUIET

ENERGY
CLASS

OUTDOOR UNIT 38QHG009D8S 38QHG012D8S 38QHG018D8S 38QHG024D8S

ECR artikelnummer N335-2007 N335-2017 N335-2027 N335-2037

Cooling Capacity kW 2.75 (1.0~3.2) 3.65 (1.4~4.3) 5.28 (3.4~5.9) 7.04 (2.1~8.2)

Heating Capacity kW 2.90 (0.8~3.4) 3.90 (1.1~4.4) 5.70 (3.1~5.8) 7.50 (1.5~8.2)

Heating Capacity to -7 °C kW 2.5 2.7 4.3 5.8

Heating Capacity to -15 °C kW 2.0 2.1 3.5 5.5

Heating Capacity to -20 °C kW 1.65 1.7 2.5 4.5

P design capacity cooling kW 2.75 3.65 5.28 6.50

P design capacity heating (warmer) kW 2.50 2.50 5.40 6.40

P design capacity (average) kW 2.50 2.50 4.10 5.20

Temp. range (Cooling) °C -15~50 -15~50 -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24 -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 7.4 / 5.3 / 4.1 7.0 / 5.5 / 4.2 7.0 / 5.1 / 4.0 6.9 / 5.1 / 4.0 

Energy label - A++ / A+++ / A+ A++ / A+++ / A+ A++ / A+++ / A+ A++  / A+++ / A+

Yearly energy consumption kWh 130 / 660 / 854 182 / 636 / 833 264 / 1235 / 1435 379 / 1757 / 1820

EER/COP W/W 3.59 / 3.85 3.23 / 3.71 3.40 / 3.82 2.82 / 3.41

Power supply V-Hz 220~240V, 50/60Hz 220~240V, 50/60Hz 220~240V, 50/60Hz 220~240V, 50/60Hz

Standard current draw (Cooling) A 3.5 5.0 6.8 10.9

Standard input draw (Cooling) W 765 1130 1550 2500

Standard current draw (Heating) A 3.4 4.6 6.3 9.6

Standard input draw (Heating) W 760 1050 1430 2200

Rated current A 10.0 10.0 13.0 19.0

Rated input W 2150 2150 2500 3700

Refrigerant amount kg 0.60 0.65 1.10 1.45

Liquid side/Gas side inch 1/4" / 3/8" 1/4" / 3/8" 1/4" / 1/2" 3/8" / 5/8"

Standard piping length m 5 5 5 5

Min. piping length m 3 3 3 3

Max. piping length m 25 25 30 30

Max. difference m 10 10 20 20

Additional charge g/m 12 12 12 24

Sound power level dB(A)* 63 64 65 69

Sound pressure level dB(A)* 55.5 56 57 60

Weight (net/gross) kg 23.5 / 25.4 23.7 / 25.5 33.5 / 36.1 43.9 / 46.9

Dimensions (LxWxH) mm 720×270×495 720×270×495 805×330×554 890×342×673

INDOOR UNIT 42QHG009D8S 42QHG012D8S 42QHG018D8S 42QHG024D8S

ECR artikelnummer N335-6007 N335-6017 N335-6027 N335-6037

Indoor fan motor Input W 22 20 36 60

Indoor fan motor max current A 0.5 0.5 0.5 0.7

Sound power level dB(A)* 56 56 58 63

Sound pressure level (Min.~Max.) dB(A)* 22~37 20~37 24~41 22~47

Air fl ow (Min.~Max.) m3/h 180~460 195~530 300~800 480~1090

Weight (net/gross) kg 8.0 / 10.5 8.7 / 11.5 11.2 / 14.6 13.6 / 17.3

Dimensions (LxWxH) mm 726×210×291 835×208×295 969×241×320 1083×244×336

WIFI MODULE** 42QHC/QHG/QHE N335-9037

1W STANDBY TWO WAY 
DRAINING

AUTO
DEFROSTING

SLEEP 
MODE

38QHG009D8S 38QHG012D8S 38QHG018D8S 38QHG024D8S
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HIGH WALL
38QHE/42QHE-D8SH
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AUTO-
DIAGNOSIS

SYSTEM

ENERGY
CLASS

ULTRA-
QUIET

TURBO 
MODE

SLEEP 
MODE

FOLLOW 
ME

ECO MODE R32

WEEKLY
TIMER

AUTO SWING

RESTART 
AT 8°C

8°C

LOUVER 
POSITION 
MEMORY

REFRIGERANT 
LEAK 

DETECTION

AUTO
DEFROSTING

TWO WAY 
DRAINING

1W STANDBY

* Gemeten op 1 meter afstand van de bron ** Optioneel
Als gevolg van ons beleid van voortdurende productverbetering kunnen de hierboven vermelde kenmerken en gegevens zonder voorafgaande 
kennisgeving worden gewijzigd. De afbeeldingen van producten en accessoires zijn indicatief.

HIGH WALL
38QHE/42QHE-D8SH

OUTDOOR UNIT 38QHE09D8SH 38QHE12D8SH 38QHE18D8SH 38QHE24D8SH

ECR artikelnummer N335-2202 N335-2212 N335-2222 N335-2232

Cooling Capacity kW 2.64 (1.3~3.8) 3.50(1.32~3.96) 5.20 (3.75~6.13) 6.85 (2.11~8.21)

Heating Capacity kW 3.00 (0.8~4.4) 3.85 (0.88~4.54) 5.65 (2.58~6.77) 7.30 (1.55~8.21)

Heating Capacity to -7 °C kW 3.1 3.2 4.4 6.6

Heating Capacity to -10 °C kW 2.3 2.8 3.8 6.0

Heating Capacity to -15 °C kW 2.1 2.3 3.2 5.5

P design capacity cooling kW 2.64 3.50 5.20 6.85

P design capacity heating (warmer) kW 2.55 2.50 4.47 5.55

P design capacity heating (average) kW 2.40 2.40 4.30 5.00

Temp. range (Cooling) °C -15~50  -15~50  -15~50  -15~50

Temp. range (Heating) °C -15~24  -15~24  -15~24  -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 9.0 / 6.0 / 4.6 8.5 / 5.4 / 4.6 8.5 / 5.6 / 4.4 8.6 / 5.4 / 4.2

Energy label - A+++ / A+++ / A+ A+++ / A+++ / A++ A+++ / A+++ / A+ A+++ / A+++ / A+

Yearly energy consumption kWh 103 / 595 / 731 144 / 648 / 731 215 / 1118 / 1369 279 / 1439 / 1667

EER/COP W/W 4.80 / 4.51 4.07 / 4.01 4.00 / 3.77 4.03 / 3.74

Power supply V-Hz 220~240V, 50/60Hz 220~240V, 50/60Hz 220~240V, 50/60Hz 220~240V, 50/60Hz

Standard current draw (Cooling) A 2.65 3.90 5.70 7.30 

Standard input draw (Cooling) W 550 860 1300 1700 

Standard current draw (Heating) A 3.05 4.40 6.50 8.60

Standard input draw (Heating) W 665 960 1500 1950 

Rated current A 10.5 10.5 13.0 19.0 

Rated input W 2300 2300 2800 3700

Refrigerant amount kg 0.69 0.69 1.1 1.5

Liquid side/Gas side  inch 1/4" / 3/8" 1/4" / 3/8" 1/4" / 1/2" 1/4" / 5/8"

Standard piping length m 5 5 5 5

Min. piping length m 3 3 3 3

Max. piping length m 25 25 30 50

Max. difference m 10 10 20 25

Additional charge g/m 12 12 12 12

Sound power level dB(A)* 65 65 65 69 

Sound pressure level dB(A)* 57 57.5 56 58.5

Weight (net/gross) kg 28.4 / 31 28.4 / 31.0 38.8 / 41.9 45.6 / 48.8

Dimensions (LxWxH) mm 805×330×554 805×330×554 890×342×673 890×342×673

INDOOR UNIT 42QHE09D8SH 42QHE12D8SH 42QHE18D8SH 42QHE24D8SH

ECR artikelnummer N335-6202 N335-6212 N335-6222 N335-6232

Indoor fan motor Input W 50 50 36 58

Indoor fan motor max current A 0.16 0.16 0.11 0.21

Sound power level dB(A) 60 60 60 65 

Sound pressure level (Min.~Max.) dB(A) 21~37 22~40 22~41 21~42

Air fl ow (Min.~Max.) m3/h 280~530 290~560 400~685 380~1090

Weight (net/gross) kg 10.2 / 13.0 10.2 / 13.0 12.3 / 16.4 20.0 / 25.3

Dimensions (LxWxH) mm 795×225×295 795×225×295 965×239×319 1140×275×370

WIFI MODULE** 42QHC/QHG/QHE N335-9037

SLEEP 
MODE

AUTO
DEFROSTING

TWO WAY 
DRAINING

1W STANDBY
Inclusief
RG10P
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HIGH WALL
38QHP/42QHP-E8S
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AUTO-
DIAGNOSIS

SYSTEM

ENERGY
CLASS

ULTRA-
QUIET

TURBO 
MODE

FOLLOW 
ME

ECO MODE R32AUTO SWING

LOUVER 
POSITION 
MEMORY

REFRIGERANT 
LEAK 

DETECTION

AUTO
DEFROSTING

TWO WAY 
DRAINING

1W STANDBY

* Gemeten op 1 meter afstand van de bron ** Optioneel
Als gevolg van ons beleid van voortdurende productverbetering kunnen de hierboven vermelde kenmerken en gegevens zonder voorafgaande 
kennisgeving worden gewijzigd. De afbeeldingen van producten en accessoires zijn indicatief.

WEEKLY
TIMER

WEEKLY
TIMER

ENERGY
CLASS

FOLLOW 

HIGH WALL
38QHP/42QHP-E8S

OUTDOOR UNIT 38QHP09E8S-1 38QHP12E8S-1

ECR artikelnummer N335-2102 N335-2112

Cooling Capacity kW 2.64 (1.0~4.8) 3.52 (1.0~4.8)

Heating Capacity kW 4.0 (0.75~7.2) 4.0 (0.75~7.2)

Heating Capacity to -7 °C kW 4.2 4.2

Heating Capacity to -10 °C kW 3.7 3.7

Heating Capacity to -15 °C kW 3.3 3.3

Heating Capacity to -20 °C kW 2.8 2.8

Heating Capacity to -25 °C kW 2.2 2.2

P design capacity cooling kW 3.70 3.70

P design capacity heating (warmer) kW 3.10 3.10

P design capacity heating (average) kW 2.40 2.40

Temp. range (Cooling) °C  -25~46  -25~46

Temp. range (Heating) °C  -25~24  -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 9.3 / 6.2 / 5.2 / 4.2 9.0 / 6.2 / 5.2 / 4.2

Energy label - A+++ / A+++ / A+++ / A+ A+++ / A+++ / A+++ / A+

Yearly energy consumption kWh 100 / 700 / 647 / 1266 137 / 700 / 647 / 1266

EER/COP W/W 5.18 / 4.72 4.40 / 4.72

Power supply V-Hz 220~240V, 50/60Hz 220~240V, 50/60Hz

Standard current draw (Cooling) A 3.1 3.7

Standard input draw (Cooling) W 510 800

Standard current draw (Heating) A 4.0 4.0

Standard input draw (Heating) W 890 890 

Rated current A 10.0 13.0

Rated input W 2415 3105

Refrigerant amount kg 0.87 0.87

Liquid side/Gas side  inch 1/4" / 3/8" 1/4" / 3/8"

Standard piping length m 5 5

Min. piping length m 3 3

Max. piping length m 25 25

Max. difference m 10 10

Additional charge g/m 12 12

Sound power level dB(A)* 61 63 

Sound pressure level dB(A)* 58 58

Weight (net/gross) kg 36.5 / 40.0 36.5 / 40.0

Dimensions (LxWxH) mm 800×333×554 800×333×554

INDOOR UNIT 42QHP09E8S-1 42QHP12E8S-1

ECR artikelnummer N335-6102 N335-6112

Indoor fan motor Input W 60 60

Indoor fan motor max current A 0.7 0.7

Sound power level dB(A) 60 60 

Sound pressure level (Min.~Max.) dB(A) 21~41 22~42

Air fl ow (Min.~Max.) m3/h 190~540 210~570

Weight (net/gross) kg 13 / 17 13 / 17

Dimensions (LxWxH) mm 895×248×298 895×248×298

WIFI MODULE**

AUTO
DEFROSTING

TWO WAY 
DRAINING

1W STANDBY

WEEKLY
TIMER

38QHP09E8S-1 38QHP12E8S-1

Inclusief
RG10P
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CONSOLE
38QUS/42QZY-D8S
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CONSOLE
38QUS/42QZY-D8S

OUTDOOR UNIT 38QUS012D8S-1 38QUS018D8S-1

ECR artikelnummer N335-3014 N335-3029

Cooling Capacity kW 3.52 (1.50~5.00) 4.80 (2.64~4.98) 

Heating Capacity kW 4.05 (1.00~5.60) 5.20 (2.20~5.74)

Heating Capacity to -7 °C kW 4.10 4.10

Heating Capacity to -15 °C kW 3.30 3.50

Heating Capacity to -20 °C kW - -

P design capacity cooling kW 3.52 4.80

P design capacity heating (warmer) kW 3.50 4.50

P design capacity heating (average) kW 3.50 4.00

Temp. range (Cooling) °C -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 7.7 / 4.3 / 5.1 6.1 / 4.0 / 4.6

Energy label - A++ / A+ / A+++ A++ / A+ / A++

Yearly energy consumption kWh 160 / 1140 / 961 275 / 1400 / 1370

EER/COP W/W 3.87 / 3.72 3.12 / 3.50

Power supply V-Hz 220~240V, 50/60Hz 220~240V, 50/60Hz

Standard current draw (Cooling) A 4.10 6.5

Standard input draw (Cooling) W 910 1540

Standard current draw (Heating) A 5.40 6.0

Standard input draw (Heating) W 1210 1430

Rated current A 10 13.50

Rated input W 2350 2950

Refrigerant amount kg 0.87 1.15

Liquid sid/Gas side inch 1/4” / 3/8” 1/4” / 1/2”

Standard piping length m 5 5

Min. piping length m 3 3

Max. piping length m 25 30

Max. difference m 10 20

Additional charge g/m 12 12

Sound power level dB(A)* 63 64

Sound pressure level dB(A)* 56 57

Weight (net/gross) kg 34.7 / 37.5 33.7 / 36.5

Dimensions (LxWxH) mm 800×333×554 800×333×554

INDOOR UNIT 42QZY012D8S 42QZY018D8S

ECR artikelnummer N335-7315 N335-7325

Indoor fan motor Input W 64 64

Indoor fan motor max current A 0.62 0.62

Sound power level dB(A)* 54 55

Sound pressure level (Min.~Max) dB(A)* 27~37 32~41

Air fl ow (Min.~Max) m3/h 490~650 600~780

Weight (net/gross) kg 14.6 / 18.1 15.0 / 19.0

Dimensions (LxWxH) mm 794×206×621 794×206×621

SLEEP 
MODE

3D INVERTER
TECHNOLOGY

R32 WEEKLY
TIMER

FOLLOW 
ME

TURBO 
MODE

AUTO SWING

REFRIGERANT 
LEAK 

DETECTION

RESTART
FUNCTION

POWERFUL 
DEHUM-

IDIFICATION

WIRED REMOTE CONTROL KJR-120X2** Netto prijs: € 135

KJR-120N
N335-9165
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PORTABLE 
51QPD12N7S



AUTO-
DIAGNOSIS

SYSTEM

ULTRA-
QUIET

AUTO
DEFROSTING

EASY 
INSTALLATION

TURBO 
MODE

REFRIGERANT 
LEAK 

DETECTION

24 HOUR 
TIMER

LED DISPLAY

DISPL AY

FOLLOW 
ME

AUTO-
EVAPORATION 

SYSTEM

GAS R290 SLEEP 
MODE

1W STANDBY

RESTART
FUNCTION

UNIT 51QPD12N7S

ECR artikelnummer N350-9989

Power supply V-Hz 220~240V, 50Hz

Cooling

Capacity BTU/h 12000

Capacity kW 3.5

Standard current draw A 5.9

Standard input draw W 1350

EER W/W 2.6

Energy label - A

Heating 

Capacity BTU/h 10000

Capacity kW 2.9

Standard current draw A 5.0

Standard input draw W 1045

COP W/W 2.8

Energy label - A+

Dehumidifying capacity L/h 3.25

Maximum input draw W 1600

Maximum current draw A 8.0

Energy consumption on activation A 25

Air fl ow (Hi) m3/h 420 / 370 / 350

Sound power level dB(A)* 64

Sound pressure level (Min.~Max) dB(A)* 53~55

Energy consumption in thermostat mode turned off W 1

Energy consumption in standby mode W 0.5

Refrigerant

Type - R290

GWP - 3

Additional charge kg 0.23

CO2 quantity kg 0.69

Test pressure MPa 2.6 / 1.0

Type of plug - 1.5x3 / VDE

Type of Control - Remote Control

Indoor temperature °C 17-35 / 5-30

Space Area m2 16~23

Weight (net/gross) Kg 34.4 / 37.8

Dimensions (LxWxH) mm 467×397×765

ENERGY
CLASS

R290R290

PORTABLE 
51QPD12N7S
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Met Free Match-producten van 
Carrier kunnen gebruikers maximaal 5 
binnenunits op één buitendeel aansluiten. 
De binnenunits kunnen van verschillende 
types zijn, inclusief de wand, cassette, satelliet en 
plafond / vloer model.

14Kbtu - 27Kbtu

28Kbtu - 42Kbtu



3D INVERTER
TECHNOLOGY

AUTO-
DIAGNOSIS

SYSTEM

ENERGY
CLASS

ULTRA-
QUIET

ANTI-COLD 
AIR

EASY 
INSTALLATION

DC
COMPRESSOR

R32RESTART
FUNCTION

21

MULTI COMBINATIONS  >  VEEL MOGELIJKHEDEN

Voor multisplit-systemen biedt Carrier een breed scala aan binnenunits om elke ruimte te 
personaliseren, wat optimale prestaties en een vermindering van het energieverbruik in vergelijking met 
single splitsystemen garandeert.
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SOUTDOOR UNIT
38QUS014D8S2-1 38QUS018D8S2-2 38QUS021D8S3-1 38QUS027D8S3-2

Nominal Confi guration
ECR artikelnummer N335-1508 N335-4008 N335-1518 N335-1528

Power supply V-Hz 220-240V~, 50Hz 220-240V~, 50Hz 220-240V~, 50Hz 220-240V~, 50Hz

Cooling Capacity kW 4.10 (1.44~4.79) 5.28 (2.23~5.57) 6.10 (1.95~6.83) 7.90 (2.89~8.50)

Heating Capacity kW 4.40 (1.50~4.91) 5.57 (2.34~5.63) 6.59 (1.45~6.86) 8.20 (1.99~8.50)

P design capacity cooling kW 4.10 5.28 6.10 7.90 

P design capacity heating (average) kW 3.70 4.30 5.40 5.70 

SEER/SCOP (mid-season) W/W 6.8 / 4.0 6.1 / 4.0 6.5 / 4.0 6.1 / 4.0

Energy label - A++ / A+ A++ / A+ A++ / A+ A++ / A+

Yearly energy consumption kWh 211 / 1295 303 / 1505 329 / 1890 454 / 1995

EER/COP W/W 3.23 / 3.67 3.24 / 3.71 3.21 / 3.72 3.22 / 3.73

Standard current draw (Cooling) A 5.8 7.3 8.6 11.0 

Standard input draw (Cooling) W 1270 1630 1900 2450 

Standard current draw (Heating) A 5.4 6.7 8.1 9.9 

Standard input draw (Heating) W 1200 1500 1770 2200 

Rated current A 11.5 13.0 15.5 17.5

Rated input W 2650 2850 3300 3600

Air fl ow m3/h 2200 2200 2700 2700

Sound pressure level dB(A)* 56 56 58 60

Sound power level dB(A)* 65 65 66 68

Weight (net/gross) kg 32.0 / 35.0 35.5 / 38.5 47.0 / 51.0 51.0 / 56.0

Dimensions (L×W×H) mm 800×333×554 800×333×554 845×363×702 845×363×702

GWP - 675 675 675 675

Quantity of refrigerant (R32) kg 1.10 1.25 1.40 1.72

Test pressure MPa 4.3 / 1.7 4.3 / 1.7 4.3 / 1.7 4.3 / 1.7

Liquid side/Gas side inch 2 × 1/4” / 3/8” 2 × 1/4" / 3/8" 3 × 1/4" / 3/8" 3 × 1/4" / 3/8"

Test pressure MPa 4.3 / 1.7 4.3 / 1.7 4.3 / 1.7 4.3 / 1.7

Piping length m 7.5*2 7.5*2 7.5*3 7.5*3

Additional charge g/m 12 12 12 12

Max. piping length m 40 40 60 60

Max. single branch length m 25 25 25 30

Max. drop between IU and OU. m 15 15 15 15

Max. drop between IUs. m 10 10 10 10

Min./max. operating limits in cooling mode °C -15~50 -15~50 -15~50 -15~50

Min./max. operating limits in heating mode °C -15~24 -15~24 -15~24 -15~24

MULTI COMBINATIONS  >  VEEL MOGELIJKHEDEN

Voor multisplit-systemen biedt Carrier een breed scala aan binnenunits om elke ruimte te 
personaliseren, wat optimale prestaties en een vermindering van het energieverbruik in vergelijking met 
single splitsystemen garandeert.

Max. drop between IUs. m

Min./max. operating limits in cooling mode °C

Min./max. operating limits in heating mode °C
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3D INVERTER
TECHNOLOGY

AUTO-
DIAGNOSIS

SYSTEM

ENERGY
CLASS

ULTRA-
QUIET

ANTI-COLD 
AIR

EASY 
INSTALLATION

DC
COMPRESSOR

R32RESTART
FUNCTION

* Gemeten op 1 meter afstand van de bron

OUTDOOR UNIT
38QUS028D8S4 38QUS036D8S4-1 38QUS042D8S5-1

Nominal Configuration

ECR artikelnummer N335-4010 N335-4011 N335-4016

Power supply V-Hz 220-240V~, 50Hz 220-240V~, 50Hz 220-240V~, 50Hz

Cooling Capacity kW 8.20 (2.51~10.43) 10.20 (2.05~10.55) 12.00 (2.05~12.31)

Heating Capacity kW 8.79 (1.61~10.14) 11.00 (2.34~11.14) 12.00 (2.34~12.31)

P design capacity cooling kW 8.20 10.20 12.00 

P design capacity heating (average) kW 6.50 8.80 9.20 

SEER/SCOP (mid-season) W/W 7.0 / 4.0 6.5 / 3.8 6.8 / 3.8

Energy label - A++ / A+ A++ / A A++ / A

Yearly energy consumption kWh 410 / 2275 550 / 3242 618 / 3390

EER/COP W/W 3.23 / 3.66 2.82 / 3.55 3.08 / 3.66

Standard current draw (Cooling) A 11.4 16.0 17.2 

Standard input draw (Cooling) W 2540 3620 3890 

Standard current draw (Heating) A 10.8 13.7 14.6 

Standard input draw (Heating) W 2400 3100 3280 

Rated current A 19.0 21.5 22.0

Rated input W 4150 4600 4700

Air flow m3/h 3800 4000 3850

Sound pressure level dB(A)* 63 64 64

Sound power level dB(A)* 70 72 72

Weight (net/gross) kg 62.0 / 67.5 69.0 / 75.5 73.5 / 80.5

Dimensions (L×W×H) mm 946×410×810 1090x500x875 1090x500x875

GWP - 675 675 675

Quantity of refrigerant (R32) kg 2.10 2.10 2.40

Test pressure MPa 4.3 / 1.7 4.3 / 1.7 4.3 / 1.7

Liquid side/Gas side inch 3×1/4” / 3/8” + 1×1/4” / 1/2” 3×1/4” / 3/8” + 1×1/4” / 1/2” 4×1/4” / 3/8” + 1×1/4” / 1/2”

Test pressure MPa 4.3 / 1.7 4.3 / 1.7 4.3 / 1.7

Piping length m 7.5*4 7.5*4 7.5*5

Additional charge g/m 12 12 12

Max. piping length m 80 80 80

Max. single branch length m 30 35 35

Max. drop between IU and OU. m 15 15 15

Max. drop between IUs. m 10 10 10

Min./max. operating limits in cooling mode °C -15~50 -15~50 -15~50

Min./max. operating limits in heating mode °C -15~24 -15~24 -15~24



 
Als gevolg van ons beleid van voortdurende productverbetering kunnen de hierboven vermelde kenmerken en gegevens zonder voorafgaande 
kennisgeving worden gewijzigd. De afbeeldingen van producten en accessoires zijn indicatief.

EEN GEBOUW, EEN BUITENUNIT

GEMAKKELIJKE INSTALLATIE EN
ONDERHOUD

Met Carrier kunnen maximaal 5 binnenunits van elk type met slechts één buitenunit worden 
geïnstalleerd, waardoor het aantal buitenunits wordt verminderd. Alle binnenunits kunnen afzonderlijk 
worden bediend en kunnen onafhankelijk van elkaar worden geïnstalleerd.

De mogelijkheid tot lange leidinglengtes 
maakt de plaatsbepaling eenvoudig en flexibel, 
waardoor de installatie en het onderhoud 
eenvoudig is.

MAX. LENGTE MAX. HOOGTE

OUTDOOR UNIT Totale lengte Indoor unit Tussen indoor en 
outdoor units Tussen indoor units 

1:2 koppelbare units 40 25 15 10

1:3 koppelbare units 60 30 15 10

1:4 koppelbare units 80 35 15 10

1:5 koppelbare units 80 35 15 10

OUTDOOR UNIT

INDOOR UNIT

INDOOR UNIT
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GREENLIGHT PLUS 42QHG009D8S 42QHG012D8S 42QHG018D8S 42QHG024D8S

ECR artikelnummer N335-6007 N335-6017 N335-6027 N335-6037

Cooling Capacity kW 2.6       3.52 5.28 7.04

Heating Capacity kW 2.64 3.52 5.28 7.04

Power supply V-Hz 220~440V, 50Hz 220~440V, 50Hz 220~240V, 50Hz 220~240V, 50Hz

Liquid side/Gas side inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”

Sound power level dB(A)* 53 54 57 63

Sound pressure level (Min.~Max.) dB(A)* 22~39 22~40 24~43 29~48

Air fl ow (Min.~Max.) m3/h 150~440 170~510 330~750 450~1100

Weight (Net/Gross) kg 7.5 / 10.0 8.5 / 12.0 11.0 / 16.0 13.5 / 18.5

Dimensions (LxWxH) mm 726×210×291 835×208×295 969×241×320 1083×244×336

4-WAY CASSETTE 42QTD009D8S 42QTD012D8S-1 42QHG018D8S-2

ECR artikelnummer N335-7116 N335-7117 N335-7119

Cooling Capacity kW 2.64 3.52 5.28

Heating Capacity kW 2.64 3.52 5.28

Power supply V-Hz 220~440V, 50Hz 220~440V, 50Hz 220~240V, 50Hz

Standard input draw W 45 45 45

Liquid side/Gas side inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2”

Sound power level dB(A)* 58 59 60

Sound pressure level (Min.~Max.) dB(A)* 36~42 36~42 36~45

Air fl ow (Min.~Max.) m3/h 390~560 390~560 400~680

Unit weight (Net/Gross) kg 15.0 / 18.0 16.5 / 19.5 16.5 / 19.5

Panel weight (Net/Gross) kg 2.5 / 4.5 2.5 / 4.5 2.5 / 4.5

Paneel 4-weg casette 40CAS-S4 600×600 N335-7181 € 135

INDOOR UNIT 42QHE09D8SH 42QHE12D8SH 42QHE18D8SH 42QHE24D8SH

ECR artikelnummer N335-6202 N335-6212 N335-6222 N335-6232

Cooling Capacity kW 2.64 3.5 5.2 6.85

Heating Capacity kW 3 3.85 5.65 7.30

Power supply V-Hz

Liquid side/Gas side inch 1/4” / 3/8” 1/4” /  3/8” 1/4” /  1/2” 1/4” / 5/8”

Sound power level dB(A)* 60 60 60 65

Sound pressure level (Min.~Max.) dB(A)* 21~37 22~40 22~41 21~42

Air fl ow (Min.~Max.) m3/h 280~530 290~560 400~685 380~1090

Weight (Net/Gross) kg 10.2/13.0 10.2/13.0 12.3/16.4 20.0/25.3

Dimensions (LxWxH) mm 795x225x295 795x225x295 965x239x319 1140x275x370
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SGREENLIGHT PLUS 42QHG009D8S 42QHG012D8S 42QHG018D8S 42QHG024D8S

ECR artikelnummer N335-6007 N335-6017 N335-6027 N335-6037

Cooling Capacity kW 2.6       3.52 5.28 7.04

Heating Capacity kW 2.64 3.52 5.28 7.04

Power supply V-Hz 220~440V, 50Hz 220~440V, 50Hz 220~240V, 50Hz 220~240V, 50Hz

Liquid side/Gas side inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”

Sound power level dB(A)* 53 54 57 63

Sound pressure level (Min.~Max.) dB(A)* 22~39 22~40 24~43 29~48

Air fl ow (Min.~Max.) m3/h 150~440 170~510 330~750 450~1100

Weight (Net/Gross) kg 7.5 / 10.0 8.5 / 12.0 11.0 / 16.0 13.5 / 18.5

Dimensions (LxWxH) mm 726×210×291 835×208×295 969×241×320 1083×244×336

4-WAY CASSETTE 42QTD009D8S 42QTD012D8S-1 42QHG018D8S-2

ECR artikelnummer N335-7116 N335-7117 N335-7119

Cooling Capacity kW 2.64 3.52 5.28

Heating Capacity kW 2.64 3.52 5.28

Power supply V-Hz 220~440V, 50Hz 220~440V, 50Hz 220~240V, 50Hz

Standard input draw W 45 45 45

Liquid side/Gas side inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2”

Sound power level dB(A)* 58 59 60

Sound pressure level (Min.~Max.) dB(A)* 36~42 36~42 36~45

Air fl ow (Min.~Max.) m3/h 390~560 390~560 400~680

Unit weight (Net/Gross) kg 15.0 / 18.0 16.5 / 19.5 16.5 / 19.5

Panel weight (Net/Gross) kg 2.5 / 4.5 2.5 / 4.5 2.5 / 4.5

INDOOR UNIT 42QHE09D8SH 42QHE12D8SH 42QHE18D8SH 42QHE24D8SH

ECR artikelnummer N335-6202 N335-6212 N335-6222 N335-6232

Cooling Capacity kW 2.64 3.5 5.2 6.85

Heating Capacity kW 3 3.85 5.65 7.30

Power supply V-Hz

Liquid side/Gas side inch 1/4” / 3/8” 1/4” /  3/8” 1/4” /  1/2” 1/4” / 5/8”

Sound power level dB(A)* 60 60 60 65

Sound pressure level (Min.~Max.) dB(A)* 21~37 22~40 22~41 21~42

Air fl ow (Min.~Max.) m3/h 280~530 290~560 400~685 380~1090

Weight (Net/Gross) kg 10.2/13.0 10.2/13.0 12.3/16.4 20.0/25.3

Dimensions (LxWxH) mm 795x225x295 795x225x295 965x239x319 1140x275x370

DUCTABLE 42QSS009D8S 42QSS012D8S-1 42QSS018D8S-1

ECR artikelnummer N335-7253 N335-7256 N335-7258

Cooling Capacity kW 2.64 3.52 5.28

Heating Capacity kW 2.64 3.52 5.28

Power supply V-Hz 220~440V, 50Hz 220~440V, 50Hz 220~240V, 50Hz

Max. standard current draw A 1.11 1.11 1.20

Standard input draw W 130 130 90

Liquid side/Gas side inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2”

Sound power level dB(A)* 60 60 61

Sound pressure level (Min.~Max.) dB(A)* 30~42 30~42 33~45

Air fl ow (Min.~Max.) m3/h 300~580 300~580 350~880

Weight (Net/Gross) kg 18.0 / 22.0 18.0 / 22.0 24.5 / 29.5

Dimensions (LxWxH) mm 700×450×200 700×450×200 880×674×210

CEILING/FLOOR 42QZL018D8S-2

ECR artikelnummer N335-7023

Cooling Capacity kW 5.28

Heating Capacity kW 5.28

Power supply V-Hz 220~440V, 50Hz

Max. standard current draw A 0.94

Standard input draw W 96

Liquid side/Gas side inch 1/4” / 1/2”

Sound power level dB(A)* 61

Sound pressure level (Min.~Max.) dB(A)* 36~44

Air fl ow (Min.~Max.) m3/h 650~880

Weight (Net/Gross) kg 28.0 / 33.5

Dimensions (LxWxH) mm 1068×675×235

CONSOLE 42QZY012D8S 42QZY018D8S

ECR artikelnummer N335-7315 N335-7325

Cooling Capacity kW 3.74 4.96

Heating Capacity kW 4.25 5.20

Power supply V-Hz 220~440V, 50Hz 220~440V, 50Hz

Energy label - A++ / A+ / A+++ A++ / A+ / A++

Yearly energy consumption kWh 170 / 867 /786 245 / 1400 / 1373

Standard current draw (Cooling) A 4.5 6.7

Standard input draw (Cooling) W 1010 1480

Standard current draw (Heating) A 4.70 6.4

Standard input draw (Heating) W 990 1450

Air fl ow (Min.~Max) m3/h 490~650 600~780

Weight (net/gross) kg 14.9 / 18.8 15.0 / 19.0

Dimensions (LxWxH) mm 794×206×621 794×206×621

CONSOLE

ECR artikelnummer

Cooling Capacity 

Heating Capacity 



COOLING - 38QUS014D8S2-1 - N335-1508

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW) TOTAL CAPACITY SUPPLIED (kW) TOTAL POWER DRAW (kW) EER

(W/W)
UNIT A UNIT B UNIT A UNIT B Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — 2.00 — 1.23 2.00 2.90 0.30 0.62 0.77 3.23

9 9 — 2.50 — 1.23 2.50 3.20 0.30 0.77 0.97 3.23

12 12 — 3.50 — 1.23 3.50 3.90 0.30 1.08 1.30 3.23

18 18 — 4.10 — 1.35 4.10 4.50 0.40 1.27 1.46 3.23

1:2

7+7 7 7 2.05 2.05 1.76 4.10 4.54 0.43 1.27 1.46 3.23

7+9 7 9 1.79 2.31 1.76 4.10 4.54 0.43 1.27 1.46 3.23

7+12 7 12 1.51 2.59 1.76 4.10 4.54 0.43 1.27 1.46 3.24

9+9 9 9 2.05 2.05 1.76 4.10 4.54 0.43 1.27 1.46 3.24

9+12 9 12 1.76 2.34 1.76 4.10 4.54 0.43 1.27 1.46 3.24

HEATING - 38QUS014D8S2-1 - N335-1508

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL CAPACITY 
(kW) TOTAL CAPACITY SUPPLIED (kW) TOTAL POWER DRAW (kW) COP

(W/W)
UNIT A UNIT B UNIT A UNIT B Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — 2.45 — 1.41 2.50 2.82 0.28 0.67 0.83 3.75 

9 9 — 2.92 — 1.41 2.90 3.36 0.28 0.78 0.97 3.73 

12 12 — 3.75 — 1.41 3.80 4.31 0.28 1.02 1.23 3.72 

18 18 — 4.70 — 1.55 4.70 5.20 0.38 1.27 1.32 3.71 

1:2

7+7 7 7 2.35 2.35 2.02 4.70 5.20 0.39 1.15 1.32 4.10 

7+9 7 9 2.06 2.64 2.02 4.70 5.20 0.39 1.15 1.32 4.10 

7+12 7 12 1.75 3.00 2.02 4.75 5.26 0.39 1.19 1.32 4.00 

9+9 9 9 2.38 2.38 2.02 4.75 5.26 0.39 1.19 1.32 4.00 

9+12 9 12 2.04 2.71 2.02 4.75 5.26 0.39 1.19 1.32 4.00

COOLING - 38QUS018D8S2-2 - N335-4008

COMB. INDOOR  
UNITS

COMBINATIONS (x1000 
Btu/h)

NOMINAL INDIVIDUAL CAPACITY 
(kW) TOTAL CAPACITY SUPPLIED (kW) TOTAL POWER DRAW (kW) EER

(W/W)
UNIT A UNIT B UNIT A UNIT B Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — 2.00 — 1.40 2.00 2.90 0.35 0.62 0.77 3.24

9 9 — 2.50 — 1.40 2.50 3.20 0.35 0.77 0.96 3.24

12 12 — 3.50 — 1.40 3.50 3.90 0.35 1.07 1.29 3.26

18 18 — 5.00 — 1.61 5.00 5.41 0.45 1.55 2.01 3.23

1:2

7+7 7 7 2.10 2.10 2.08 4.20 5.51 0.53 1.05 2.17 4.00

7+9 7 9 2.06 2.64 2.08 4.70 5.72 0.53 1.24 2.17 3.80

7+12 7 12 1.95 3.35 2.08 5.30 6.29 0.53 1.64 2.17 3.23

9+9 9 9 2.60 2.60 2.08 5.20 6.29 0.53 1.61 2.17 3.23 

9+12 9 12 2.31 3.09 2.08 5.40 6.29 0.53 1.67 2.17 3.23 

12+12 12 12 2.70 2.70 2.08 5.40 6.29 0.53 1.67 2.17 3.23

HEATING - 38QUS018D8S2-2 - N335-4008

COMB. INDOOR  
UNITS

COMBINATIONS (x1000 
Btu/h)

NOMINAL INDIVIDUAL CAPACITY 
(kW) TOTAL CAPACITY SUPPLIED (kW) TOTAL POWER DRAW (kW) COP

(W/W)
UNIT A UNIT B UNIT A UNIT B Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — 2.50 — 1.54 2.50 3.03 0.32 0.67 0.84 3.73 

9 9 — 3.00 — 1.54 3.00 3.63 0.32 0.80 1.01 3.73 

12 12 — 3.80 — 1.54 3.80 4.60 0.32 1.01 1.22 3.75 

18 18 — 5.30 — 1.71 5.30 5.72 0.42 1.43 1.72 3.71 

1:2

7+7 7 7 2.50 2.50 2.20 5.00 5.94 0.47 1.22 1.86 4.10 

7+9 7 9 2.32 2.98 2.20 5.30 6.05 0.47 1.29 1.86 4.10 

7+12 7 12 2.03 3.47 2.20 5.50 6.66 0.47 1.43 1.86 3.85 

9+9 9 9 2.75 2.75 2.20 5.50 6.66 0.47 1.38 1.86 4.00 

9+12 9 12 2.40 3.20 2.20 5.60 6.66 0.47 1.45 1.86 3.85 

12+12 12 12 2.80 2.80 2.20 5.60 6.66 0.47 1.45 1.86 3.85
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SCOOLING - 38QUS021D8S3-1 - N335-1518

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW) TOTAL CAPACITY SUPPLIED (kW) TOTAL POWER DRAW (kW)

EER
(W/W)

UNIT A UNIT B UNIT C UNIT A UNIT B UNIT C Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — 2.00 — — 1.43 2.00 2.90 0.38 0.62 0.78 3.21

9 9 — — 2.50 — — 1.43 2.50 3.20 0.38 0.78 0.97 3.21

12 12 — — 3.50 — — 1.43 3.50 3.90 0.38 1.09 1.31 3.21

18 18 — — 5.00 — — 1.65 5.00 6.50 0.48 1.55 1.79 3.22

1:2

7+7 7 7 — 2.10 2.10 — 2.01 4.20 5.49 0.56 1.31 1.88 3.21

7+9 7 9 — 2.06 2.64 — 2.01 4.70 5.80 0.56 1.46 1.98 3.21

7+12 7 12 — 1.95 3.35 — 2.01 5.30 6.10 0.56 1.65 2.07 3.21

7+18 7 18 1.76 4.54 — 2.01 6.30 6.83 0.56 1.94 2.17 3.24

9+9 9 9 — 2.65 2.65 — 2.01 5.30 6.41 0.56 1.65 2.07 3.21

9+12 9 12 — 2.57 3.43 — 2.01 6.00 6.59 0.56 1.85 2.11 3.24

9+18 9 18 — 2.10 4.20 — 2.01 6.30 6.83 0.56 1.94 2.17 3.24

12+12 12 12 — 3.10 3.10 — 2.01 6.20 6.83 0.56 1.91 2.17 3.24

1:3

7+7+7 7 7 7 2.03 2.03 2.03 2.44 6.10 7.20 0.68 1.88 2.35 3.24 

7+7+9 7 7 9 1.92 1.92 2.47 2.44 6.30 7.26 0.68 1.94 2.35 3.24 

7+7+12 7 7 12 1.70 1.70 2.91 2.44 6.30 7.32 0.68 1.94 2.35 3.24 

7+9+9 7 9 9 1.76 2.27 2.27 2.44 6.30 7.32 0.68 1.94 2.35 3.24 

9+9+9 9 9 9 2.10 2.10 2.10 2.44 6.30 7.32 0.68 1.94 2.35 3.24 

HEATING - 38QUS021D8S3-1 - N335-1518

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW) TOTAL CAPACITY SUPPLIED (kW) TOTAL POWER DRAW (kW) COP

(W/W)
UNIT A UNIT B UNIT C UNIT A UNIT B UNIT C Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — 2.50 — — 1.43 2.50 3.03 0.35 0.73 0.92 3.41 

9 9 — — 3.00 — — 1.43 3.00 3.63 0.35 0.88 1.10 3.41 

12 12 — — 3.80 — — 1.43 3.80 4.60 0.35 1.11 1.34 3.41 

18 18 — — 5.30 — — 1.82 5.30 6.94 0.45 1.54 2.07 3.45 

1:2

7+7 7 7 — 2.50 2.50 — 2.22 5.00 6.07 0.54 1.39 1.80 3.61 

7+9 7 9 — 2.45 3.15 — 2.22 5.60 6.40 0.54 1.55 1.89 3.61 

7+12 7 12 — 2.21 3.79 — 2.22 6.00 6.74 0.54 1.64 1.98 3.65 

7+18 7 18 1.79 4.61 — 2.22 6.40 7.55 0.54 1.76 2.07 3.63 

9+9 9 9 — 3.00 3.00 — 2.22 6.00 7.08 0.54 1.64 1.98 3.65 

9+12 9 12 — 2.74 3.66 — 2.22 6.40 7.28 0.54 1.75 2.01 3.65 

9+18 9 18 — 2.13 4.27 — 2.22 6.40 7.55 0.54 1.77 2.07 3.62 

12+12 12 12 — 3.20 3.20 — 2.22 6.40 7.55 0.54 1.75 2.07 3.65 

1:3

7+7+7 7 7 7 2.25 2.25 2.25 2.70 6.74 7.95 0.65 1.80 2.25 3.75 

7+7+9 7 7 9 2.07 2.07 2.66 2.70 6.80 7.95 0.65 1.81 2.25 3.75 

7+7+12 7 7 12 1.86 1.86 3.18 2.70 6.90 8.09 0.65 1.84 2.25 3.75 

7+9+9 7 9 9 1.93 2.48 2.48 2.70 6.90 8.09 0.65 1.84 2.25 3.75 

9+9+9 9 9 9 2.30 2.30 2.30 2.70 6.90 8.09 0.65 1.84 2.25 3.75 



CONFIGURATION TABLES MULTI SYSTEMS

OUTDOOR UNITS R32
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COOLING - 38QUS027D8S3-2 - N335-1528

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW) TOTAL CAPACITY SUPPLIED (kW) TOTAL POWER DRAW (kW) EER

(W/W)
UNIT A UNIT B UNIT C UNIT A UNIT B UNIT C Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — 2.00 — — 1.58 2.00 2.90 0.40 0.62 0.78 3.21

9 9 — — 2.50 — — 1.58 2.50 3.20 0.40 0.78 0.97 3.21

12 12 — — 3.50 — — 1.58 3.50 3.90 0.40 1.09 1.31 3.21

18 18 — — 5.00 — — 1.78 5.00 6.50 0.50 1.55 1.79 3.22

1:2

7+7 7 7 — 2.10 2.10 — 2.21 4.20 6.32 0.64 1.30 2.08 3.23

7+9 7 9 — 2.06 2.64 — 2.21 4.70 6.72 0.64 1.46 2.20 3.23

7+12 7 12 — 1.95 3.35 — 2.21 5.30 7.11 0.64 1.64 2.45 3.23

7+18 7 18 — 1.82 4.68 — 2.21 6.50 7.90 0.64 2.01 2.69 3.23 

9+9 9 9 — 2.65 2.65 — 2.21 5.30 7.11 0.64 1.64 2.45 3.23 

9+12 9 12 — 2.57 3.43 — 2.21 6.00 7.51 0.64 1.86 2.57 3.23 

9+18 9 18 — 2.27 4.53 — 2.21 6.80 7.90 0.64 2.11 2.69 3.23 

12+12 12 12 — 3.15 3.15 — 2.21 6.30 7.66 0.64 1.95 2.64 3.23 

12+18 12 18 — 2.72 4.08 — 2.21 6.80 7.90 0.64 2.11 2.69 3.23 

1:3

7+7+7 7 7 7 2.43 2.43 2.43 2.77 7.30 8.69 0.76 2.26 2.91 3.23 

7+7+9 7 7 9 2.25 2.25 2.90 2.77 7.40 8.69 0.76 2.29 2.91 3.23 

7+7+12 7 7 12 2.13 2.13 3.65 2.77 7.90 8.69 0.76 2.45 2.91 3.23 

7+7+18 7 7 18 1.73 1.73 4.44 2.77 7.90 8.69 0.76 2.45 2.91 3.23 

7+9+9 7 9 9 2.13 2.74 2.74 2.77 7.60 8.69 0.76 2.35 2.91 3.23 

7+9+12 7 9 12 1.98 2.54 3.39 2.77 7.90 8.69 0.76 2.45 2.91 3.23 

7+9+18 7 9 18 1.63 2.09 4.18 2.77 7.90 8.69 0.76 2.45 2.91 3.23 

7+12+12 7 12 12 1.78 3.06 3.06 2.77 7.90 8.69 0.76 2.45 2.91 3.23 

9+9+9 9 9 9 2.63 2.63 2.63 2.77 7.90 8.69 0.76 2.45 2.91 3.23 

9+9+12 9 9 12 2.37 2.37 3.16 2.77 7.90 8.69 0.76 2.45 2.91 3.23 

9+12+12 9 12 12 2.15 2.87 2.87 2.77 7.90 8.69 0.76 2.45 2.91 3.23 

HEATING - 38QUS027D8S3-2 - N335-1528

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW) TOTAL CAPACITY SUPPLIED (kW) TOTAL POWER DRAW (kW) COP

(W/W)
UNIT A UNIT B UNIT C UNIT A UNIT B UNIT C Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — 2.50 — — 1.58 2.50 2.90 0.40 0.69 0.87 3.61

9 9 — — 3.00 — — 1.58 3.00 3.20 0.40 0.83 1.04 3.61

12 12 — — 3.80 — — 1.58 3.80 3.90 0.40 1.05 1.26 3.61

18 18 — — 5.60 — — 1.82 5.60 6.95 0.50 1.55 1.78 3.61 

1:2

7+7 7 7 — 2.50 2.50 — 2.21 5.00 6.32 0.55 1.38 1.81 3.62 

7+9 7 9 — 2.45 3.15 — 2.21 5.60 6.72 0.55 1.54 1.91 3.63 

7+12 7 12 — 2.21 3.79 — 2.21 6.00 7.11 0.55 1.61 2.12 3.72 

7+18 7 18 — 1.96 5.04 — 2.21 7.00 7.90 0.55 1.88 2.34 3.73 

9+9 9 9 — 3.00 3.00 — 2.21 6.00 7.11 0.55 1.61 2.12 3.72 

9+12 9 12 — 2.70 3.60 — 2.21 6.30 7.51 0.55 1.69 2.23 3.73 

9+18 9 18 — 2.33 4.67 — 2.21 7.00 7.90 0.55 1.88 2.34 3.72 

12+12 12 12 — 3.25 3.25 — 2.21 6.50 7.66 0.55 1.74 2.29 3.73 

12+18 12 18 — 2.80 4.20 — 2.21 7.00 7.90 0.55 1.88 2.34 3.72 

1:3

7+7+7 7 7 7 2.27 2.27 2.27 2.77 6.80 8.69 0.66 1.82 2.53 3.73 

7+7+9 7 7 9 2.13 2.13 2.74 2.77 7.00 8.69 0.66 1.88 2.53 3.72 

7+7+12 7 7 12 2.05 2.05 3.52 2.77 7.62 8.69 0.66 2.04 2.53 3.73 

7+7+18 7 7 18 1.75 1.75 4.50 2.77 8.00 8.69 0.66 2.15 2.53 3.72 

7+9+9 7 9 9 2.13 2.74 2.74 2.77 7.62 8.69 0.66 2.04 2.53 3.73 

7+9+12 7 9 12 1.98 2.54 3.39 2.77 7.90 8.69 0.66 2.12 2.53 3.72 

7+9+18 7 9 18 1.65 2.12 4.24 2.77 8.00 8.69 0.66 2.15 2.53 3.72 

7+12+12 7 12 12 1.81 3.10 3.10 2.77 8.00 8.69 0.66 2.15 2.53 3.72 

9+9+9 9 9 9 2.63 2.63 2.63 2.77 7.90 8.69 0.66 2.12 2.53 3.72 

9+9+12 9 9 12 2.40 2.40 3.20 2.77 8.00 8.69 0.66 2.15 2.53 3.72 

9+12+12 9 12 12 2.18 2.91 2.91 2.77 8.00 8.69 0.66 2.15 2.53 3.72 
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HEATING - 38QUS028D8S4 - N335-4010

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW)

TOTAL CAPACITY 
SUPPLIED (kW) TOTAL POWER DRAW (kW) COP

(W/W)
UNIT A UNIT B UNIT C UNIT D UNIT A UNIT B UNIT C UNIT D Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — — 2.50 — — — 1.68 2.50 2.90 0.40 0.69 0.87 3.61
9 9 — — — 3.00 — — — 1.68 3.00 3.20 0.40 0.83 1.04 3.61
12 12 — — — 3.80 — — — 1.68 3.80 3.90 0.40 1.05 1.26 3.61
18 18 — — — 5.60 — — — 1.91 5.60 7.01 0.50 1.55 1.78 3.61

1:2

7+7 7 7 — — 2.50 2.50 — — 2.28 5.00 6.73 0.61 1.39 1.96 3.61
7+9 7 9 — — 2.45 3.15 — — 2.28 5.60 7.10 0.61 1.55 2.08 3.61
7+12 7 12 — — 2.21 3.79 — — 2.28 6.00 7.55 0.61 1.66 2.20 3.61
7+18 7 18 — — 2.18 5.62 — — 2.28 7.80 8.37 0.61 2.16 2.69 3.61
9+9 9 9 — — 3.00 3.00 — — 2.28 6.00 7.55 0.61 1.66 2.20 3.61
9+12 9 12 — — 3.00 4.00 — — 2.28 7.00 7.74 0.61 1.94 2.32 3.61
9+18 9 18 — — 2.63 5.27 — — 2.28 7.90 8.37 0.61 2.19 2.69 3.61
12+12 12 12 — — 3.75 3.75 — — 2.28 7.50 8.19 0.61 2.08 2.40 3.61
12+18 12 18 — — 3.20 4.80 — — 2.28 8.00 8.37 0.61 2.22 2.69 3.61
18+18 18 18 — — 4.00 4.00 — — 2.28 8.00 8.37 0.61 2.22 2.69 3.61

1:3

7+7+7 7 7 7 — 2.33 2.33 2.33 — 2.91 7.00 9.37 0.73 1.92 2.84 3.65
7+7+9 7 7 9 — 2.37 2.37 3.05 — 2.91 7.80 9.37 0.73 2.14 2.84 3.65
7+7+12 7 7 12 — 2.29 2.29 3.92 — 2.91 8.50 9.37 0.73 2.28 2.84 3.73
7+7+18 7 7 18 — 1.93 1.93 4.95 — 2.91 8.80 9.37 0.73 2.37 2.84 3.72
7+9+9 7 9 9 — 2.38 3.06 2.68 — 2.91 8.50 9.37 0.73 2.28 2.84 3.73
7+9+12 7 9 12 — 2.20 2.83 3.77 — 2.91 8.80 9.37 0.73 2.36 2.84 3.73
7+9+18 7 9 18 — 1.81 2.33 4.66 — 2.91 8.80 9.37 0.73 2.37 2.84 3.72
7+12+12 7 12 12 — 1.99 3.41 3.41 — 2.91 8.80 9.37 0.73 2.36 2.84 3.73
9+9+9 9 9 9 — 2.93 2.93 2.93 — 2.91 8.80 9.37 0.73 2.36 2.84 3.73
9+9+12 9 9 12 — 2.64 2.64 3.52 — 2.91 8.80 9.37 0.73 2.36 2.84 3.73
9+9+18 9 9 18 — 2.20 2.20 4.40 — 2.91 8.80 9.37 0.73 2.37 2.84 3.72
9+12+12 9 12 12 — 2.40 3.20 3.20 — 2.91 8.80 9.37 0.73 2.37 2.84 3.72
12+12+12 12 12 12 — 2.93 2.93 2.93 — 2.91 8.80 9.37 0.73 2.37 2.84 3.72

1:4

7+7+7+7 7 7 7 7 2.28 2.28 2.28 2.28 3.37 9.10 11.01 0.83 2.45 3.06 3.72 
7+7+7+9 7 7 7 9 2.12 2.12 2.12 2.73 3.37 9.10 11.01 0.83 2.45 3.06 3.72 
7+7+7+12 7 7 7 12 1.93 1.93 1.93 3.31 3.37 9.10 11.01 0.83 2.45 3.06 3.72 
7+7+9+9 7 7 9 9 1.99 1.99 2.56 2.56 3.37 9.10 11.01 0.83 2.45 3.06 3.72 
7+7+9+12 7 7 9 12 1.82 1.82 2.34 3.12 3.37 9.10 11.01 0.83 2.45 3.06 3.72 
7+9+9+9 7 9 9 9 1.87 2.41 2.41 2.41 3.37 9.10 11.01 0.83 2.45 3.06 3.72 
9+9+9+9 9 9 9 9 2.28 2.28 2.28 2.28 3.37 9.10 11.01 0.83 2.45 3.06 3.72 
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SCOOLING - 38QUS028D8S4 - N335-4010

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW)

TOTAL CAPACITY 
SUPPLIED (kW) TOTAL POWER DRAW (kW) EER

(W/W)
UNIT A UNIT B UNIT C UNIT D UNIT A UNIT B UNIT C UNIT D Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — — 2.00 — — — 1.52 2.00 2.90 0.40 0.62 0.78 3.21
9 9 — — — 2.50 — — — 1.52 2.50 3.20 0.40 0.78 0.97 3.21
12 12 — — — 3.50 — — — 1.52 3.50 3.90 0.40 1.09 1.31 3.21
18 18 — — — 5.00 — — — 1.72 5.00 6.50 0.50 1.55 1.79 3.22

1:2

7+7 7 7 — — 2.10 2.10 — — 2.05 4.20 6.08 0.62 1.31 1.98 3.21
7+9 7 9 — — 2.06 2.64 — — 2.05 4.70 6.40 0.62 1.46 2.10 3.21
7+12 7 12 — — 1.95 3.35 — — 2.05 5.30 6.81 0.62 1.65 2.23 3.21
7+18 7 18 — — 1.96 5.04 — — 2.05 7.00 7.55 0.62 2.18 2.72 3.21
9+9 9 9 — — 2.65 2.65 — — 2.05 5.30 6.81 0.62 1.65 2.23 3.21
9+12 9 12 — — 2.57 3.43 — — 2.05 6.00 6.98 0.62 1.87 2.35 3.21
9+18 9 18 — — 2.43 4.87 — — 2.05 7.30 7.55 0.62 2.27 2.72 3.21
12+12 12 12 — — 3.25 3.25 — — 2.05 6.50 7.39 0.62 2.02 2.42 3.21
12+18 12 18 — — 2.92 4.38 — — 2.05 7.30 7.55 0.62 2.27 2.72 3.21
18+18 18 18 — — 3.75 3.75 — — 2.05 7.50 7.55 0.62 2.34 2.72 3.21

1:3

7+7+7 7 7 7 — 2.00 2.00 2.00 — 2.63 6.00 8.46 0.74 1.85 2.87 3.25
7+7+9 7 7 9 — 1.98 1.98 2.54 — 2.63 6.50 8.46 0.74 2.00 2.87 3.25
7+7+12 7 7 12 — 1.91 1.91 3.28 — 2.63 7.10 8.46 0.74 2.18 2.87 3.25
7+7+18 7 7 18 — 1.71 1.71 4.39 — 2.63 7.80 8.46 0.74 2.40 2.87 3.25
7+9+9 7 9 9 — 1.90 2.45 2.68 — 2.63 6.80 8.46 0.74 2.09 2.87 3.25
7+9+12 7 9 12 — 1.88 2.41 3.21 — 2.63 7.50 8.46 0.74 2.31 2.87 3.25
7+9+18 7 9 18 — 1.61 2.06 4.13 — 2.63 7.80 8.46 0.74 2.40 2.87 3.25
7+12+12 7 12 12 — 1.76 3.02 3.02 — 2.63 7.80 8.46 0.74 2.40 2.87 3.25
9+9+9 9 9 9 — 2.37 2.37 2.37 — 2.63 7.10 8.46 0.74 2.18 2.87 3.25
9+9+12 9 9 12 — 2.34 2.34 3.12 — 2.63 7.80 8.46 0.74 2.40 2.87 3.25
9+9+18 9 9 18 — 1.95 1.95 3.90 — 2.63 7.80 8.46 0.74 2.40 2.87 3.25
9+12+12 9 12 12 — 2.13 2.84 2.84 — 2.63 7.80 8.46 0.74 2.40 2.87 3.25
12+12+12 12 12 12 — 2.60 2.60 2.60 — 2.63 7.80 8.46 0.74 2.40 2.87 3.25

1:4

7+7+7+7 7 7 7 7 2.05 2.05 2.05 2.05 3.04 8.21 9.93 0.84 2.47 3.09 3.32 
7+7+7+9 7 7 7 9 1.92 1.92 1.92 2.46 3.04 8.21 9.93 0.84 2.47 3.09 3.32 
7+7+7+12 7 7 7 12 1.74 1.74 1.74 2.99 3.04 8.21 9.93 0.84 2.47 3.09 3.32 
7+7+9+9 7 7 9 9 1.80 1.80 2.31 2.31 3.04 8.21 9.93 0.84 2.47 3.09 3.32 
7+7+9+12 7 7 9 12 1.64 1.64 2.11 2.81 3.04 8.21 9.93 0.84 2.49 3.09 3.30 
7+9+9+9 7 9 9 9 1.69 2.17 2.17 2.17 3.04 8.21 9.93 0.84 2.48 3.09 3.31 
9+9+9+9 9 9 9 9 2.05 2.05 2.05 2.05 3.04 8.21 9.93 0.84 2.50 3.09 3.29 
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OUTDOOR UNITS R32
CONFIGURATION TABLES MULTI SYSTEMS

COOLING - 38QUS036D8S4-1 - N335-4011

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW)

TOTAL CAPACITY 
SUPPLIED (kW) TOTAL POWER DRAW (kW) EER

(W/W)
UNIT A UNIT B UNIT C UNIT D UNIT A UNIT B UNIT C UNIT D Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — — 2.00 — — — 1.59 2.00 2.90 0.45 0.62 0.78 3.21

9 9 — — — 2.50 — — — 1.59 2.50 3.20 0.45 0.78 0.97 3.21

12 12 — — — 3.50 — — — 1.59 3.50 3.90 0.45 1.09 1.31 3.21

18 18 — — — 5.00 — — — 1.80 5.00 6.50 0.58 1.56 1.79 3.21

1:2

7+7 7 7 — — 2.10 2.10 — — 2.23 4.20 6.36 0.63 1.31 2.15 3.21

7+9 7 9 — — 2.06 2.64 — — 2.23 4.70 6.57 0.63 1.46 2.31 3.21

7+12 7 12 — — 2.03 3.47 — — 2.23 5.50 6.89 0.63 1.71 2.48 3.21

7+18 7 18 — — 1.96 5.04 — — 2.23 7.00 8.48 0.63 2.18 2.91 3.21

9+9 9 9 — — 2.65 2.65 — — 2.23 5.30 6.89 0.63 1.65 2.48 3.21

9+12 9 12 — — 2.57 3.43 — — 2.23 6.00 7.42 0.63 1.87 2.64 3.21

9+18 9 18 — — 2.50 5.00 — — 2.23 7.50 9.54 0.63 2.34 2.97 3.21

12+12 12 12 — — 3.50 3.50 — — 2.23 7.00 7.95 0.63 2.18 2.81 3.21

12+18 12 18 — — 3.40 5.10 — — 2.23 8.50 10.07 0.63 2.65 2.97 3.21

18+18 18 18 — — 5.00 5.00 — — 2.23 10.00 10.60 0.63 3.12 3.30 3.21

1:3

7+7+7 7 7 7 — 2.00 2.00 2.00 — 2.86 6.00 7.42 0.79 1.85 2.97 3.25

7+7+9 7 7 9 — 1.98 1.98 2.54 — 2.86 6.50 7.95 0.79 2.01 3.14 3.23

7+7+12 7 7 12 — 2.02 2.02 3.46 — 2.86 7.50 9.01 0.79 2.33 3.30 3.22

7+7+18 7 7 18 — 1.97 1.97 5.06 — 2.86 9.00 11.66 0.79 2.80 3.63 3.21

7+9+9 7 9 9 — 1.96 2.52 2.52 — 2.86 7.00 9.01 0.79 2.17 3.30 3.23

7+9+12 7 9 12 — 2.00 2.57 3.43 — 2.86 8.00 10.07 0.79 2.48 3.47 3.22

7+9+18 7 9 18 — 1.96 2.51 5.03 — 2.86 9.50 11.66 0.79 2.96 3.63 3.21

7+12+12 7 12 12 — 2.03 3.48 3.48 — 2.86 9.00 10.60 0.79 2.80 3.47 3.21

7+12+18 7 12 18 — 1.89 3.24 4.86 — 2.86 10.00 11.66 0.79 3.12 3.63 3.21

7+18+18 7 18 18 — 1.63 4.19 4.19 — 2.86 10.00 11.66 0.79 3.12 3.63 3.21

9+9+9 9 9 9 — 2.50 2.50 2.50 — 2.86 7.50 10.07 0.79 2.34 3.47 3.21

9+9+12 9 9 12 — 2.55 2.55 3.40 — 2.86 8.50 10.60 0.79 2.65 3.47 3.21

9+9+18 9 9 18 — 2.50 2.50 5.00 — 2.86 10.00 11.66 0.79 3.12 3.63 3.21

9+12+12 9 12 12 — 2.59 3.45 3.45 — 2.86 9.50 11.66 0.79 2.96 3.63 3.21

9+12+18 9 12 18 — 2.31 3.08 4.62 — 2.86 10.00 11.66 0.79 3.12 3.63 3.21

9+18+18 9 18 18 — 2.00 4.00 4.00 — 2.86 10.00 11.66 0.79 3.12 3.63 3.21

12+12+12 12 12 12 — 3.33 3.33 3.33 — 2.86 10.00 11.66 0.79 3.12 3.63 3.21

12+12+18 12 12 18 — 2.86 2.86 4.29 — 2.86 10.00 11.66 0.79 3.12 3.63 3.21

1:4

7+7+7+7 7 7 7 7 2.05 2.05 2.05 2.05 3.71 8.20 10.60 0.89 2.30 3.30 3.56

7+7+7+9 7 7 7 9 1.98 1.98 1.98 2.55 3.71 8.50 11.66 0.89 2.50 3.47 3.40

7+7+7+12 7 7 7 12 2.02 2.02 2.02 3.45 3.71 9.50 12.72 0.89 2.88 3.63 3.30

7+7+7+18 7 7 7 18 1.88 1.88 1.88 4.85 3.71 10.50 13.78 0.89 3.27 4.29 3.21

7+7+9+9 7 7 9 9 1.97 1.97 2.53 2.53 3.71 9.00 12.72 0.89 2.73 3.63 3.30

7+7+9+12 7 7 9 12 2.00 2.00 2.57 3.43 3.71 10.00 13.25 0.89 3.12 3.96 3.21

7+7+9+18 7 7 9 18 1.79 1.79 2.30 4.61 3.71 10.50 13.78 0.89 3.27 4.29 3.21

7+7+12+12 7 7 12 12 1.93 1.93 3.32 3.32 3.71 10.50 13.78 0.89 3.27 4.29 3.21

7+7+12+18 7 7 12 18 1.67 1.67 2.86 4.30 3.71 10.50 13.78 0.89 3.27 4.29 3.21

7+9+9+9 7 9 9 9 1.96 2.51 2.51 2.51 3.71 9.50 13.25 0.89 2.94 3.80 3.23

7+9+9+12 7 9 9 12 2.01 2.58 2.58 3.44 3.71 10.60 13.78 0.89 3.30 4.29 3.21

7+9+9+18 7 9 9 18 1.73 2.22 2.22 4.44 3.71 10.60 13.78 0.89 3.30 4.29 3.21

7+9+12+12 7 9 12 12 1.86 2.39 3.18 3.18 3.71 10.60 13.78 0.89 3.30 4.29 3.21

7+9+12+18 7 9 12 18 1.61 2.07 2.77 4.15 3.71 10.60 13.78 0.89 3.30 4.29 3.21

7+12+12+12 7 12 12 12 1.73 2.96 2.96 2.96 3.71 10.60 13.78 0.89 3.30 4.29 3.21

9+9+9+9 9 9 9 9 2.65 2.65 2.65 2.65 3.71 10.60 13.78 0.89 3.30 4.29 3.21 

9+9+9+12 9 9 9 12 2.45 2.45 2.45 3.26 3.71 10.60 13.78 0.89 3.30 4.29 3.21 

9+9+9+18 9 9 9 18 2.12 2.12 2.12 4.24 3.71 10.60 13.78 0.89 3.30 4.29 3.21 

9+9+12+12 9 9 12 12 2.27 2.27 3.03 3.03 3.71 10.60 13.78 0.89 3.30 4.29 3.21 

9+12+12+12 9 12 12 12 2.12 2.83 2.83 2.83 3.71 10.60 13.78 0.89 3.30 4.29 3.21 



H
O

M
E

 S
O

LU
TI

O
N

S 
 M

U
LT

I S
YS

TE
M

SHEATING - 38QUS036D8S4-1 - N335-4011

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW)

TOTAL CAPACITY 
SUPPLIED (kW) TOTAL POWER DRAW (kW) COP

(W/W)
UNIT A UNIT B UNIT C UNIT D UNIT A UNIT B UNIT C UNIT D Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — — 2.50 — — — 1.80 2.50 2.90 0.45 0.69 0.86 3.62

9 9 — — — 3.00 — — — 1.80 3.00 3.20 0.45 0.83 1.04 3.62

12 12 — — — 3.80 — — — 1.80 3.80 3.90 0.45 1.05 1.26 3.62

18 18 — — — 5.60 — — — 2.04 5.60 7.00 0.55 1.55 1.78 3.61

1:2

7+7 7 7 — — 2.50 2.50 — — 2.52 5.00 7.20 0.63 1.38 2.15 3.63 

7+9 7 9 — — 2.45 3.15 — — 2.52 5.60 7.44 0.63 1.54 2.31 3.63 

7+12 7 12 — — 2.21 3.79 — — 2.52 6.00 7.80 0.63 1.65 2.48 3.63 

7+18 7 18 — — 2.24 5.76 — — 2.52 8.00 9.60 0.63 2.21 2.91 3.62 

9+9 9 9 — — 3.00 3.00 — — 2.52 6.00 7.80 0.63 1.65 2.48 3.63 

9+12 9 12 — — 3.00 4.00 — — 2.52 7.00 8.40 0.63 1.93 2.64 3.63 

9+18 9 18 — — 2.93 5.87 — — 2.52 8.80 10.80 0.63 2.43 2.98 3.62 

12+12 12 12 — — 3.75 3.75 — — 2.52 7.50 9.00 0.63 2.07 2.81 3.62 

12+18 12 18 — — 3.76 5.64 — — 2.52 9.40 11.40 0.63 2.60 2.98 3.62 

18+18 18 18 — — 5.50 5.50 — — 2.52 11.00 12.00 0.63 3.05 3.31 3.61 

1:3

7+7+7 7 7 7 — 2.50 2.50 2.50 — 3.24 7.50 8.40 0.79 2.05 2.98 3.65 

7+7+9 7 7 9 — 2.37 2.37 3.05 — 3.24 7.80 9.00 0.79 2.14 3.14 3.65 

7+7+12 7 7 12 — 2.29 2.29 3.92 — 3.24 8.50 10.20 0.79 2.33 3.31 3.65 

7+7+18 7 7 18 — 2.52 2.52 6.47 — 3.24 11.50 13.20 0.79 3.17 3.64 3.63 

7+9+9 7 9 9 — 2.38 3.06 3.06 — 3.24 8.50 10.20 0.79 2.33 3.31 3.65 

7+9+12 7 9 12 — 2.50 3.21 4.29 — 3.24 10.00 11.40 0.79 2.74 3.47 3.65 

7+9+18 7 9 18 — 2.37 3.04 6.09 — 3.24 11.50 13.20 0.79 3.17 3.64 3.63 

7+12+12 7 12 12 — 2.48 4.26 4.26 — 3.24 11.00 12.00 0.79 3.03 3.47 3.63 

7+12+18 7 12 18 — 2.18 3.73 5.59 — 3.24 11.50 13.20 0.79 3.18 3.64 3.62 

7+18+18 7 18 18 — 1.87 4.81 4.81 — 3.24 11.50 13.20 0.79 3.19 3.64 3.61 

9+9+9 9 9 9 — 3.33 3.33 3.33 — 3.24 10.00 11.40 0.79 2.75 3.47 3.63 

9+9+12 9 9 12 — 3.30 3.30 4.40 — 3.24 11.00 12.00 0.79 3.03 3.47 3.63 

9+9+18 9 9 18 — 2.88 2.88 5.75 — 3.24 11.50 13.20 0.79 3.19 3.64 3.61 

9+12+12 9 12 12 — 3.14 4.18 4.18 — 3.24 11.50 13.20 0.79 3.17 3.64 3.63 

9+12+18 9 12 18 — 2.65 3.54 5.31 — 3.24 11.50 13.20 0.79 3.18 3.64 3.62 

9+18+18 9 18 18 — 2.30 4.60 4.60 — 3.24 11.50 13.20 0.79 3.19 3.64 3.61 

12+12+12 12 12 12 — 3.83 3.83 3.83 — 3.24 11.50 13.20 0.79 3.17 3.64 3.63 

12+12+18 12 12 18 — 3.29 3.29 4.93 — 3.24 11.50 13.20 0.79 3.19 3.64 3.61 

1:4

7+7+7+7 7 7 7 7 2.50 2.50 2.50 2.50 4.20 10.00 12.00 0.89 2.59 3.31 3.86 

7+7+7+9 7 7 7 9 2.57 2.57 2.57 3.30 4.20 11.00 12.60 0.89 2.93 3.47 3.75 

7+7+7+12 7 7 7 12 2.50 2.50 2.50 4.29 4.20 11.80 13.20 0.89 3.19 3.64 3.70 

7+7+7+18 7 7 7 18 2.15 2.15 2.15 5.54 4.20 12.00 14.40 0.89 3.29 4.30 3.65 

7+7+9+9 7 7 9 9 2.58 2.58 3.32 3.32 4.20 11.80 13.20 0.89 3.19 3.64 3.70 

7+7+9+12 7 7 9 12 2.40 2.40 3.09 4.11 4.20 12.00 13.80 0.89 3.24 3.97 3.70 

7+7+9+18 7 7 9 18 2.05 2.05 2.63 5.27 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

7+7+12+12 7 7 12 12 2.21 2.21 3.79 3.79 4.20 12.00 14.40 0.89 3.29 4.30 3.65 

7+7+12+18 7 7 12 18 1.91 1.91 3.27 4.91 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

7+9+9+9 7 9 9 9 2.47 3.18 3.18 3.18 4.20 12.00 13.80 0.89 3.24 3.80 3.70 

7+9+9+12 7 9 9 12 2.27 2.92 2.92 3.89 4.20 12.00 14.40 0.89 3.30 4.30 3.64 

7+9+9+18 7 9 9 18 1.95 2.51 2.51 5.02 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

7+9+12+12 7 9 12 12 2.10 2.70 3.60 3.60 4.20 12.00 14.40 0.89 3.30 4.30 3.64 

7+9+12+18 7 9 12 18 1.83 2.35 3.13 4.70 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

7+12+12+12 7 12 12 12 1.95 3.35 3.35 3.35 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

7+12+12+18 7 12 12 18 1.71 2.94 2.94 4.41 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

9+9+9+9 9 9 9 9 3.00 3.00 3.00 3.00 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

9+9+9+12 9 9 9 12 2.77 2.77 2.77 3.69 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

9+9+9+18 9 9 9 18 2.40 2.40 2.40 4.80 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

9+9+12+12 9 9 12 12 2.57 2.57 3.43 3.43 4.20 12.00 14.40 0.89 3.31 4.30 3.63 

9+12+12+12 9 12 12 12 2.40 3.20 3.20 3.20 4.20 12.00 14.40 0.89 3.31 4.30 3.63 
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COOLING - 38QUS042D8S5-1 - N335-4016

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW)

TOTAL CAPACITY 
SUPPLIED (kW) TOTAL POWER DRAW (kW) EER

(W/W)
UNIT A UNIT B UNIT C UNIT D UNIT E UNIT A UNIT B UNIT C UNIT D UNIT E Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — — — 2.00 — — — — 1.66 2.00 2.90 0.45 0.62 0.78 3.22 

9 9 — — — — 2.50 — — — — 1.66 2.50 3.20 0.45 0.78 0.97 3.22 

12 12 — — — — 3.50 — — — — 1.66 3.50 3.90 0.45 1.09 1.30 3.22 

18 18 — — — — 5.00 — — — — 1.85 5.00 6.50 0.58 1.56 1.79 3.21 

24 24 — — — — 7.00 — — — — 2.09 7.00 8.20 0.70 2.18 2.29 3.21 

1:2

7+7 7 7 — — — 2.10 2.10 — — — 2.34 4.20 7.38 0.63 1.30 2.16 3.23 

7+9 7 9 — — — 2.06 2.64 — — — 2.34 4.70 7.63 0.63 1.46 2.31 3.23 

7+12 7 12 — — — 2.03 3.47 — — — 2.34 5.50 8.00 0.63 1.70 2.50 3.23 

7+18 7 18 — — — 1.96 5.04 — — — 2.34 7.00 9.84 0.63 2.17 2.65 3.23 

7+24 7 24 — — — 2.05 7.05 — — — 2.34 9.10 11.69 0.63 2.83 2.98 3.21 

9+9 9 9 — — — 2.65 2.65 — — — 2.34 5.30 8.00 0.63 1.64 2.50 3.23 

9+12 9 12 — — — 2.57 3.43 — — — 2.34 6.00 8.61 0.63 1.86 2.53 3.23 

9+18 9 18 — — — 2.50 5.00 — — — 2.34 7.50 11.07 0.63 2.34 2.80 3.21 

9+24 9 24 — — — 2.65 7.05 — — — 2.34 9.70 12.30 0.63 3.02 3.17 3.21 

12+12 12 12 — — — 3.50 3.50 — — — 2.34 7.00 9.23 0.63 2.17 2.65 3.23 

12+18 12 18 — — — 3.40 5.10 — — — 2.34 8.50 11.69 0.63 2.65 3.06 3.21 

12+24 12 24 — — — 3.33 6.67 — — — 2.34 10.00 12.30 0.63 3.12 3.35 3.21 

18+18 18 18 — — — 5.25 5.25 — — — 2.34 10.50 12.30 0.63 3.27 3.35 3.21 

18+24 18 24 — — — 4.93 6.57 — — — 2.34 11.50 12.50 0.63 3.58 3.35 3.21 

24+24 24 24 — — — 6.00 6.00 — — — 2.34 12.00 12.50 0.63 3.74 3.35 3.21 

1:3

7+7+7 7 7 7 — — 2.00 2.00 2.00 — — 2.89 6.00 7.38 0.78 1.85 2.98 3.25 

7+7+9 7 7 9 — — 1.98 1.98 2.54 — — 2.89 6.50 8.61 0.78 2.00 3.17 3.25 

7+7+12 7 7 12 — — 2.02 2.02 3.46 — — 2.89 7.50 9.23 0.78 2.31 3.35 3.25 

7+7+18 7 7 18 — — 1.97 1.97 5.06 — — 2.89 9.00 11.07 0.78 2.78 3.54 3.24 

7+7+24 7 7 24 — — 2.03 2.03 6.95 — — 2.89 11.00 12.92 0.78 3.42 3.73 3.22 

7+9+9 7 9 9 — — 1.96 2.52 2.52 — — 2.89 7.00 9.23 0.78 2.15 3.28 3.25 

7+9+12 7 9 12 — — 2.00 2.57 3.43 — — 2.89 8.00 10.46 0.78 2.46 3.43 3.25 

7+9+18 7 9 18 — — 1.96 2.51 5.03 — — 2.89 9.50 11.07 0.78 2.93 3.65 3.24 

7+9+24 7 9 24 — — 2.01 2.59 6.90 — — 2.89 11.50 12.92 0.78 3.57 3.88 3.22 
7+12+12 7 12 12 — — 2.03 3.48 3.48 — — 2.89 9.00 11.07 0.78 2.78 3.54 3.24 
7+12+18 7 12 18 — — 1.99 3.41 5.11 — — 2.89 10.50 12.30 0.78 3.26 3.73 3.22 
7+12+24 7 12 24 — — 1.87 3.21 6.42 — — 2.89 11.50 12.92 0.78 3.57 3.88 3.22 
7+18+18 7 18 18 — — 1.87 4.81 4.81 — — 2.89 11.50 12.92 0.78 3.57 3.88 3.22 
9+9+9 9 9 9 — — 2.67 2.67 2.67 — — 2.89 8.00 10.46 0.78 2.46 3.73 3.25 
9+9+12 9 9 12 — — 2.70 2.70 3.60 — — 2.89 9.00 12.92 0.78 2.78 3.54 3.24 
9+9+18 9 9 18 — — 2.63 2.63 5.25 — — 2.89 10.50 12.30 0.78 3.26 3.73 3.22 
9+9+24 9 9 24 — — 2.46 2.46 6.57 — — 2.89 11.50 12.92 0.78 3.57 3.88 3.22 
9+12+12 9 12 12 — — 2.45 3.27 3.27 — — 2.89 9.00 11.07 0.78 2.78 3.54 3.24 
9+12+18 9 12 18 — — 2.54 3.38 5.08 — — 2.89 11.00 11.69 0.78 3.42 3.73 3.22 
9+12+24 9 12 24 — — 2.30 3.07 6.13 — — 2.89 11.50 12.92 0.78 3.57 3.88 3.22 
9+18+18 9 18 18 — — 2.40 4.80 4.80 — — 2.89 12.00 12.92 0.78 3.74 3.88 3.21 
12+12+12 12 12 12 — — 3.17 3.17 3.17 — — 2.89 9.50 11.07 0.78 2.93 3.65 3.24 
12+12+18 12 12 18 — — 3.29 3.29 4.93 — — 2.89 11.50 12.92 0.78 3.57 3.88 3.22 
12+12+24 12 12 24 — — 3.00 3.00 6.00 — — 2.89 12.00 12.92 0.78 3.74 3.88 3.21 
12+18+18 12 18 18 — — 3.00 4.50 4.50 — — 2.89 12.00 12.92 0.78 3.74 3.88 3.21 
12+18+24 12 18 24 — — 2.67 4.00 5.33 2.89 12.00 12.92 0.78 3.74 3.88 3.21 
18+18+18 18 18 18 — — 4.00 4.00 4.00 — — 2.89 12.00 12.92 0.78 3.74 3.88 3.21 

1:4

7+7+7+7 7 7 7 7 — 2.00 2.00 2.00 2.00 — 3.69 8.00 10.50 0.89 2.45 3.35 3.26 
7+7+7+9 7 7 7 9 — 1.98 1.98 1.98 2.55 — 3.69 8.50 11.07 0.89 2.61 3.54 3.26 
7+7+7+12 7 7 7 12 — 2.02 2.02 2.02 3.45 — 3.69 9.50 11.69 0.89 2.92 3.65 3.25 
7+7+7+18 7 7 7 18 — 2.06 2.06 2.06 5.31 — 3.69 11.50 12.30 0.89 3.57 4.10 3.22 
7+7+7+24 7 7 7 24 — 1.87 1.87 1.87 6.40 — 3.69 12.00 13.53 0.89 3.74 4.29 3.21 
7+7+9+9 7 7 9 9 — 2.08 2.08 2.67 2.67 — 3.69 9.50 11.69 0.89 2.92 3.65 3.25 
7+7+9+12 7 7 9 12 — 2.00 2.00 2.57 3.43 — 3.69 10.00 12.30 0.89 3.08 4.10 3.25 
7+7+9+18 7 7 9 18 — 1.96 1.96 2.52 5.05 — 3.69 11.50 12.30 0.89 3.57 4.10 3.22 
7+7+9+24 7 7 9 24 1.79 1.79 2.30 6.13 — 3.69 12.00 13.53 0.89 3.74 4.29 3.21 
7+7+12+12 7 7 12 12 — 1.93 1.93 3.32 3.32 — 3.69 10.50 12.92 0.89 3.25 4.10 3.23 
7+7+12+18 7 7 12 18 — 1.83 1.83 3.14 4.70 — 3.69 11.50 13.53 0.89 3.57 4.10 3.22 
7+7+12+24 7 7 12 24 — 1.72 1.72 2.95 5.90 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 
7+7+18+18 7 7 18 18 — 1.72 1.72 4.43 4.43 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 
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SCOOLING - 38QUS042D8S5-1 - N335-4016

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW)

TOTAL CAPACITY 
SUPPLIED (kW) TOTAL POWER DRAW (kW) EER

(W/W)
UNIT A UNIT B UNIT C UNIT D UNIT E UNIT A UNIT B UNIT C UNIT D UNIT E Min. Nominal Max. Min. Nominal Max.

1:4

7+7+18+24 7 7 18 24 1.54 1.54 3.95 5.27 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

7+9+9+9 7 9 9 9 — 2.06 2.65 2.65 2.65 — 3.69 10.00 12.30 0.89 3.08 4.10 3.25 

7+9+9+12 7 9 9 12 — 1.99 2.55 2.55 3.41 — 3.69 10.50 12.92 0.89 3.25 4.10 3.23 

7+9+9+18 7 9 9 18 — 1.87 2.41 2.41 4.81 — 3.69 11.50 13.53 0.89 3.57 4.10 3.22 

7+9+9+24 7 9 9 24 — 1.76 2.26 2.26 6.02 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

7+9+12+12 7 9 12 12 — 2.01 2.59 3.45 3.45 — 3.69 11.50 13.53 0.89 3.57 4.10 3.22 

7+9+12+18 7 9 12 18 — 1.83 2.35 3.13 4.70 — 3.69 12.00 13.53 0.89 3.74 4.29 3.21 

7+9+12+24 7 9 12 24 — 1.66 2.13 2.84 5.68 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

7+9+18+18 7 9 18 18 — 1.66 2.13 4.26 4.26 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

7+9+18+24 7 9 18 24 — 1.48 1.91 3.82 5.09 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

7+12+12+12 7 12 12 12 — 1.87 3.21 3.21 3.21 — 3.69 11.50 13.53 0.89 3.57 4.10 3.22 

7+12+12+18 7 12 12 18 — 1.71 2.94 2.94 4.41 — 3.69 12.00 13.53 0.89 3.74 4.29 3.21 

7+12+18+18 7 12 12 24 1.57 2.68 2.68 5.37 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

7+12+18+24 7 12 18 18 — 1.57 2.68 4.03 4.03 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

9+9+9+9 9 9 9 9 — 2.63 2.63 2.63 2.63 — 3.69 10.50 12.92 0.89 3.25 4.10 3.23 

9+9+9+12 9 9 9 12 — 2.65 2.65 2.65 3.54 — 3.69 11.50 13.53 0.89 3.57 4.10 3.22 

9+9+9+18 9 9 9 18 — 2.40 2.40 2.40 4.80 — 3.69 12.00 13.53 0.89 3.74 4.29 3.21 

9+9+9+24 9 9 9 24 — 2.17 2.17 2.17 5.79 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

9+9+12+12 9 9 12 12 — 2.46 2.46 3.29 3.29 — 3.69 11.50 13.53 0.89 3.57 4.10 3.22 

9+9+12+18 9 9 12 18 — 2.25 2.25 3.00 4.50 — 3.69 12.00 13.53 0.89 3.74 4.29 3.21 

9+9+12+24 9 9 12 24 — 2.05 2.05 2.73 5.47 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

9+9+18+18 9 9 18 18 — 2.05 2.05 4.10 4.10 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

9+12+12+12 9 12 12 12 — 2.30 3.07 3.07 3.07 — 3.69 11.50 13.53 0.89 3.57 4.10 3.22 

9+12+12+18 9 12 12 18 — 2.17 2.89 2.89 4.34 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

9+12+12+24 9 12 12 24 — 1.94 2.59 2.59 5.18 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

9+12+18+18 9 12 18 18 — 1.94 2.59 3.88 3.88 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

12+12+12+12 12 12 12 12 — 2.88 2.88 2.88 2.88 — 3.69 11.50 13.53 0.89 3.57 4.10 3.22 

12+12+12+18 12 12 12 18 — 2.73 2.73 2.73 4.10 — 3.69 12.30 13.53 0.89 3.83 4.29 3.21 

1:5

7+7+7+7+7 7 7 7 7 7 2.10 2.10 2.10 2.10 2.10 4.18 10.50 14.00 1.01 3.09 4.96 3.40 
7+7+7+7+9 7 7 7 7 9 2.08 2.08 2.08 2.08 2.68 4.18 11.00 14.00 1.01 3.24 4.96 3.40 
7+7+7+7+12 7 7 7 7 12 2.01 2.01 2.01 2.01 3.45 4.18 11.50 14.00 1.01 3.42 4.96 3.37 
7+7+7+7+18 7 7 7 7 18 1.87 1.87 1.87 1.87 4.81 4.18 12.30 14.00 1.01 3.73 4.96 3.30 
7+7+7+7+24 7 7 7 7 24 1.66 1.66 1.66 1.66 5.68 4.18 12.30 14.00 1.01 3.76 4.96 3.27 
7+7+7+9+9 7 7 7 9 9 2.06 2.06 2.06 2.65 2.65 4.18 11.50 14.00 1.01 3.42 4.96 3.37 
7+7+7+9+12 7 7 7 9 12 2.00 2.00 2.00 2.57 3.43 4.18 12.00 14.00 1.01 3.57 4.96 3.37 
7+7+7+9+18 7 7 7 9 18 1.79 1.79 1.79 2.31 4.61 4.18 12.30 14.00 1.01 3.73 4.96 3.30 
7+7+7+9+24 7 7 7 9 24 1.59 1.59 1.59 2.05 5.47 4.18 12.30 14.00 1.01 3.76 4.96 3.27 
7+7+7+12+12 7 7 7 12 12 1.91 1.91 1.91 3.28 3.28 4.18 12.30 14.00 1.01 3.69 4.96 3.33 
7+7+7+12+18 7 7 7 12 18 1.69 1.69 1.69 2.89 4.34 4.18 12.30 14.00 1.01 3.75 4.96 3.28 
7+7+7+12+24 7 7 7 12 24 1.51 1.51 1.51 2.59 5.18 4.18 12.30 14.00 1.01 3.80 4.96 3.23 
7+7+9+9+9 7 7 9 9 9 2.05 2.05 2.63 2.63 2.63 4.18 12.00 14.00 1.01 3.57 4.96 3.37 
7+7+9+9+12 7 7 9 9 12 1.96 1.96 2.52 2.52 3.35 4.18 12.30 14.00 1.01 3.69 4.96 3.33 
7+7+9+9+18 7 7 9 9 18 1.72 1.72 2.21 2.21 4.43 4.18 12.30 14.00 1.01 3.75 4.96 3.28 
7+7+9+12+12 7 7 9 12 12 1.83 1.83 2.36 3.14 3.14 4.18 12.30 14.00 1.01 3.73 4.96 3.30 
7+7+9+12+18 7 7 9 12 18 1.62 1.62 2.09 2.78 4.18 4.18 12.30 14.00 1.01 3.76 4.96 3.27 
7+7+9+18+18 7 7 9 18 18 1.46 1.46 1.88 3.75 3.75 4.18 12.30 14.00 1.01 3.84 4.96 3.20 
7+7+12+12+12 7 7 12 12 12 1.72 1.72 2.95 2.95 2.95 4.18 12.30 14.00 1.01 3.73 4.96 3.30 
7+9+9+9+9 7 9 9 9 9 2.00 2.57 2.57 2.57 2.57 4.18 12.30 14.00 1.01 3.69 4.96 3.33 
7+9+9+9+12 7 9 9 9 12 1.87 2.41 2.41 2.41 3.21 4.18 12.30 14.00 1.01 3.73 4.96 3.30 
7+9+9+9+18 7 9 9 9 18 1.66 2.13 2.13 2.13 4.26 4.18 12.30 14.00 1.01 3.76 4.96 3.27 
7+9+9+9+24 7 9 9 9 24 1.48 1.91 1.91 1.91 5.09 4.18 12.30 14.00 1.01 3.80 4.94 3.23 
7+9+9+12+12 7 9 9 12 12 1.76 2.26 2.26 3.01 3.01 4.18 12.30 14.00 1.01 3.73 4.96 3.30 
7+9+9+12+18 7 9 9 12 18 1.57 2.01 2.01 2.68 4.03 4.18 12.30 14.00 1.01 3.76 4.96 3.27 
7+9+12+12+12 7 9 12 12 12 1.66 2.13 2.84 2.84 2.84 4.18 12.30 14.00 1.01 3.75 4.96 3.28 
7+12+12+12+12 7 12 12 12 12 1.57 2.68 2.68 2.68 2.68 4.18 12.30 14.00 1.01 3.75 4.96 3.28 
9+9+9+9+9 9 9 9 9 9 2.46 2.46 2.46 2.46 2.46 4.18 12.30 14.00 1.01 3.73 4.96 3.30 
9+9+9+9+12 9 9 9 9 12 2.31 2.31 2.31 2.31 3.08 4.18 12.30 14.00 1.01 3.73 4.96 3.30 
9+9+9+9+18 9 9 9 9 18 2.05 2.05 2.05 2.05 4.10 4.18 12.30 14.00 1.01 3.76 4.96 3.27 
9+9+9+12+12 9 9 9 12 12 2.17 2.17 2.17 2.89 2.89 4.18 12.30 14.00 1.01 3.75 4.96 3.28 
9+9+12+12+12 9 9 12 12 12 2.05 2.05 2.73 2.73 2.73 4.18 12.30 14.00 1.01 3.75 4.96 3.28 
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HEATING - 38QUS042D8S5-1 - N335-4016

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW)

TOTAL CAPACITY 
SUPPLIED (kW) TOTAL POWER DRAW (kW) COP

(W/W)
UNIT A UNIT B UNIT C UNIT D UNIT E UNIT A UNIT B UNIT C UNIT D UNIT E Min. Nominal Max. Min. Nominal Max.

1:1

7 7 — — — — 2.50 — — — — 1.66 2.50 2.90 0.45 0.69 0.87 3.61 

9 9 — — — — 3.00 — — — — 1.66 3.00 3.20 0.45 0.83 1.04 3.61 

12 12 — — — — 3.80 — — — — 1.66 3.80 3.90 0.45 1.05 1.26 3.61 

18 18 — — — — 5.60 — — — — 1.85 5.60 7.00 0.58 1.55 1.78 3.61 

24 24 — — — — 7.60 — — — — 2.09 7.60 8.50 0.70 2.10 2.20 3.62 

1:2

7+7 7 7 — — — 2.50 2.50 — — — 2.34 5.00 7.38 0.57 1.38 1.95 3.63 

7+9 7 9 — — — 2.45 3.15 — — — 2.34 5.60 7.63 0.57 1.54 2.09 3.63 

7+12 7 12 — — — 2.21 3.79 — — — 2.34 6.00 8.00 0.57 1.65 2.26 3.63 

7+18 7 18 — — — 2.24 5.76 — — — 2.34 8.00 9.84 0.57 2.20 2.39 3.63 

7+24 7 24 — — — 2.21 7.59 — — — 2.34 9.80 11.69 0.57 2.71 2.70 3.62 

9+9 9 9 — — — 3.00 3.00 — — — 2.34 6.00 8.00 0.57 1.65 2.26 3.63 

9+12 9 12 — — — 2.91 3.89 — — — 2.34 6.80 8.61 0.57 1.87 2.29 3.63 

9+18 9 18 — — — 2.93 5.87 — — — 2.34 8.80 11.07 0.57 2.42 2.53 3.63 

9+24 9 24 — — — 2.78 7.42 — — — 2.34 10.20 12.30 0.57 2.82 2.86 3.62 

12+12 12 12 — — — 3.75 3.75 — — — 2.34 7.50 9.23 0.57 2.07 2.39 3.63 

12+18 12 18 — — — 3.76 5.64 — — — 2.34 9.40 11.69 0.57 2.59 2.76 3.63 

12+24 12 24 — — — 3.50 7.00 — — — 2.34 10.50 12.30 0.57 2.90 3.03 3.62 

18+18 18 18 — — — 5.50 5.50 — — — 2.34 11.00 12.30 0.57 3.04 3.03 3.62 

18+24 18 24 — — — 4.93 6.57 — — — 2.34 11.50 12.50 0.57 3.18 3.03 3.62 

24+24 24 24 — — — 5.75 5.75 — — — 2.34 11.50 12.50 0.57 3.19 3.03 3.61 

1:3

7+7+7 7 7 7 — — 2.50 2.50 2.50 — — 2.89 7.50 8.61 0.71 2.05 2.70 3.65 

7+7+9 7 7 9 — — 2.37 2.37 3.05 — — 2.89 7.80 9.23 0.71 2.14 2.86 3.65 

7+7+12 7 7 12 — — 2.29 2.29 3.92 — — 2.89 8.50 9.84 0.71 2.33 3.03 3.65 

7+7+18 7 7 18 — — 2.52 2.52 6.47 — — 2.89 11.50 12.30 0.71 3.16 3.20 3.64 

7+7+24 7 7 24 — — 2.21 2.21 7.58 — — 2.89 12.00 12.92 0.71 3.31 3.37 3.62 

7+9+9 7 9 9 — — 2.38 3.06 3.06 — — 2.89 8.50 9.84 0.71 2.33 2.97 3.65 

7+9+12 7 9 12 — — 2.50 3.21 4.29 — — 2.89 10.00 12.30 0.71 2.74 3.10 3.65 

7+9+18 7 9 18 — — 2.37 3.04 6.09 — — 2.89 11.50 12.30 0.71 3.16 3.30 3.64 

7+9+24 7 9 24 — — 2.10 2.70 7.20 — — 2.89 12.00 12.92 0.71 3.31 3.50 3.62 

7+12+12 7 12 12 — — 2.48 4.26 4.26 — — 2.89 11.00 12.30 0.71 3.01 3.20 3.65 

7+12+18 7 12 18 — — 2.18 3.73 5.59 — — 2.89 11.50 12.30 0.71 3.17 3.37 3.63 

7+12+24 7 12 24 — — 1.95 3.35 6.70 — — 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

7+18+18 7 18 18 — — 1.95 5.02 5.02 — — 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

9+9+9 9 9 9 — — 3.33 3.33 3.33 — — 2.89 10.00 12.30 0.71 2.74 3.37 3.65 

9+9+12 9 9 12 — — 3.30 3.30 4.40 — — 2.89 11.00 12.30 0.71 3.01 3.20 3.65 

9+9+18 9 9 18 — — 2.88 2.88 5.75 — — 2.89 11.50 12.30 0.71 3.17 3.37 3.63 

9+9+24 9 9 24 — — 2.57 2.57 6.86 — — 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

9+12+12 9 12 12 — — 3.14 4.18 4.18 — — 2.89 11.50 12.30 0.71 3.16 3.20 3.64 

9+12+18 9 12 18 — — 2.77 3.69 5.54 — — 2.89 12.00 12.92 0.71 3.31 3.37 3.62 

9+12+24 9 12 24 — — 2.40 3.20 6.40 — — 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

9+18+18 9 18 18 — — 2.40 4.80 4.80 — — 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

12+12+12 12 12 12 — — 3.83 3.83 3.83 — — 2.89 11.50 12.30 0.71 3.16 3.30 3.64 

12+12+18 12 12 18 — — 3.43 3.43 5.14 — — 2.89 12.00 12.92 0.71 3.31 3.50 3.62 

12+12+24 12 12 24 — — 3.00 3.00 6.00 — — 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

12+18+18 12 18 18 — — 3.00 4.50 4.50 — — 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

12+18+24 12 18 24 — — 2.67 4.00 5.33 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

18+18+18 18 18 18 — — 4.00 4.00 4.00 — — 2.89 12.00 12.92 0.71 3.32 3.50 3.61 

1:4

7+7+7+7 7 7 7 7 — 2.50 2.50 2.50 2.50 — 3.69 10.00 12.67 0.81 2.74 3.03 3.65 

7+7+7+9 7 7 7 9 — 2.57 2.57 2.57 3.30 — 3.69 11.00 12.92 0.81 3.01 3.20 3.65 

7+7+7+12 7 7 7 12 — 2.50 2.50 2.50 4.29 — 3.69 11.80 13.53 0.81 3.23 3.30 3.65 

7+7+7+18 7 7 7 18 — 2.15 2.15 2.15 5.54 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

7+7+7+24 7 7 7 24 — 1.91 1.91 1.91 6.56 — 3.69 12.30 13.53 0.81 3.40 3.88 3.62 

7+7+9+9 7 7 9 9 — 2.63 2.63 3.38 3.38 — 3.69 12.00 13.53 0.81 3.29 3.30 3.65 

7+7+9+12 7 7 9 12 — 2.40 2.40 3.09 4.11 — 3.69 12.00 13.53 0.81 3.29 3.71 3.65 

7+7+9+18 7 7 9 18 — 2.05 2.05 2.63 5.27 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

7+7+9+24 7 7 9 24 1.83 1.83 2.36 6.28 — 3.69 12.30 13.53 0.81 3.41 3.88 3.61 

7+7+12+12 7 7 12 12 — 2.21 2.21 3.79 3.79 — 3.69 12.00 13.53 0.81 3.30 3.71 3.64 

7+7+12+18 7 7 12 18 — 1.91 1.91 3.27 4.91 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

7+7+12+24 7 7 12 24 — 1.72 1.72 2.95 5.90 — 3.69 12.30 13.53 0.81 3.41 3.88 3.61 

7+7+18+18 7 7 18 18 — 1.68 1.68 4.32 4.32 — 3.69 12.00 13.53 0.81 3.32 3.88 3.61 
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SHEATING - 38QUS042D8S5-1 - N335-4016

COMB. INDOOR  
UNITS

COMBINATIONS 
(x1000 Btu/h)

NOMINAL INDIVIDUAL 
CAPACITY (kW)

TOTAL CAPACITY 
SUPPLIED (kW) TOTAL POWER DRAW (kW) EER

(W/W)
UNIT A UNIT B UNIT C UNIT D UNIT E UNIT A UNIT B UNIT C UNIT D UNIT E Min. Nominal Max. Min. Nominal Max.

1:4

7+7+18+24 7 7 18 24 1.54 1.54 3.95 5.27 — 3.69 12.30 13.53 0.81 3.41 3.88 3.61 

7+9+9+9 7 9 9 9 — 2.47 3.18 3.18 3.18 — 3.69 12.00 13.53 0.81 3.29 3.71 3.65 

7+9+9+12 7 9 9 12 — 2.27 2.92 2.92 3.89 — 3.69 12.00 13.53 0.81 3.30 3.71 3.64 

7+9+9+18 7 9 9 18 — 1.95 2.51 2.51 5.02 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

7+9+9+24 7 9 9 24 — 1.76 2.26 2.26 6.02 — 3.69 12.30 13.53 0.81 3.41 3.88 3.61 

7+9+12+12 7 9 12 12 — 2.10 2.70 3.60 3.60 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

7+9+12+18 7 9 12 18 — 1.83 2.35 3.13 4.70 — 3.69 12.00 13.53 0.81 3.32 3.88 3.61 

7+9+12+24 7 9 12 24 — 1.66 2.13 2.84 5.68 — 3.69 12.30 13.53 0.81 3.41 3.88 3.61 

7+9+18+18 7 9 18 18 — 1.62 2.08 4.15 4.15 — 3.69 12.00 13.53 0.81 3.31 3.88 3.62 

7+9+18+24 7 9 18 24 — 1.48 1.91 3.82 5.09 — 3.69 12.30 13.53 0.81 3.40 3.88 3.62 

7+12+12+12 7 12 12 12 — 1.95 3.35 3.35 3.35 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

7+12+12+18 7 12 12 18 — 1.71 2.94 2.94 4.41 — 3.69 12.00 13.53 0.81 3.32 3.88 3.61 

7+12+18+18 7 12 12 24 1.57 2.68 2.68 5.37 — 3.69 12.30 13.53 0.81 3.40 3.88 3.62 

7+12+18+24 7 12 18 18 — 1.53 2.62 3.93 3.93 — 3.69 12.00 13.53 0.81 3.31 3.88 3.62 

9+9+9+9 9 9 9 9 — 3.00 3.00 3.00 3.00 — 3.69 12.00 13.53 0.81 3.30 3.71 3.64 

9+9+9+12 9 9 9 12 — 2.77 2.77 2.77 3.69 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

9+9+9+18 9 9 9 18 — 2.40 2.40 2.40 4.80 — 3.69 12.00 13.53 0.81 3.32 3.88 3.61 

9+9+9+24 9 9 9 24 — 2.17 2.17 2.17 5.79 — 3.69 12.30 13.53 0.81 3.41 3.88 3.61 

9+9+12+12 9 9 12 12 — 2.57 2.57 3.43 3.43 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

9+9+12+18 9 9 12 18 — 2.25 2.25 3.00 4.50 — 3.69 12.00 13.53 0.81 3.32 3.88 3.61 

9+9+12+24 9 9 12 24 — 2.05 2.05 2.73 5.47 — 3.69 12.30 13.53 0.81 3.40 3.88 3.62 

9+9+18+18 9 9 18 18 — 2.00 2.00 4.00 4.00 — 3.69 12.00 13.53 0.81 3.31 3.88 3.62 

9+12+12+12 9 12 12 12 — 2.40 3.20 3.20 3.20 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

9+12+12+18 9 12 12 18 — 2.12 2.82 2.82 4.24 — 3.69 12.00 13.53 0.81 3.32 3.88 3.61 

9+12+12+24 9 12 12 24 — 1.94 2.59 2.59 5.18 — 3.69 12.30 13.53 0.81 3.40 3.88 3.62 

9+12+18+18 9 12 18 18 — 1.89 2.53 3.79 3.79 — 3.69 12.00 13.53 0.81 3.31 3.88 3.62 

12+12+12+12 12 12 12 12 — 3.00 3.00 3.00 3.00 — 3.69 12.00 13.53 0.81 3.31 3.71 3.63 

12+12+12+18 12 12 12 18 — 2.67 2.67 2.67 4.00 — 3.69 12.00 13.53 0.81 3.32 3.88 3.61 

1:5

7+7+7+7+7 7 7 7 7 7 2.46 2.46 2.46 2.46 2.46 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+7+7+7+9 7 7 7 7 9 2.33 2.33 2.33 2.33 2.99 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+7+7+7+12 7 7 7 7 12 2.15 2.15 2.15 2.15 3.69 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+7+7+7+18 7 7 7 7 18 1.87 1.87 1.87 1.87 4.81 4.18 12.30 14.94 0.91 3.37 4.48 3.65 

7+7+7+7+24 7 7 7 7 24 1.66 1.66 1.66 1.66 5.68 4.18 12.30 14.94 0.91 3.28 4.48 3.75 

7+7+7+9+9 7 7 7 9 9 2.21 2.21 2.21 2.84 2.84 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+7+7+9+12 7 7 7 9 12 2.05 2.05 2.05 2.64 3.51 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+7+7+9+18 7 7 7 9 18 1.79 1.79 1.79 2.31 4.61 4.18 12.30 14.94 0.91 3.32 4.48 3.71 

7+7+7+9+24 7 7 7 9 24 1.59 1.59 1.59 2.05 5.47 4.18 12.30 14.94 0.91 3.28 4.48 3.75 

7+7+7+12+12 7 7 7 12 12 1.91 1.91 1.91 3.28 3.28 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+7+7+12+18 7 7 7 12 18 1.69 1.69 1.69 2.89 4.34 4.18 12.30 14.94 0.91 3.32 4.48 3.71 

7+7+7+12+24 7 7 7 12 24 1.51 1.51 1.51 2.59 5.18 4.18 12.30 14.94 0.91 3.28 4.48 3.75 

7+7+9+9+9 7 7 9 9 9 2.10 2.10 2.70 2.70 2.70 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+7+9+9+12 7 7 9 9 12 1.96 1.96 2.52 2.52 3.35 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+7+9+9+18 7 7 9 9 18 1.72 1.72 2.21 2.21 4.43 4.18 12.30 14.94 0.91 3.32 4.48 3.71 

7+7+9+12+12 7 7 9 12 12 1.83 1.83 2.36 3.14 3.14 4.18 12.30 14.94 0.91 3.37 4.48 3.65 

7+7+9+12+18 7 7 9 12 18 1.62 1.62 2.09 2.78 4.18 4.18 12.30 14.94 0.91 3.37 4.48 3.65 

7+7+9+18+18 7 7 9 18 18 1.46 1.46 1.88 3.75 3.75 4.18 12.30 14.94 0.91 3.28 4.48 3.75 

7+7+12+12+12 7 7 12 12 12 1.72 1.72 2.95 2.95 2.95 4.18 12.30 14.94 0.91 3.37 4.48 3.65 

7+9+9+9+9 7 9 9 9 9 2.00 2.57 2.57 2.57 2.57 4.18 12.30 14.94 0.91 3.40 4.48 3.62 

7+9+9+9+12 7 9 9 9 12 1.87 2.41 2.41 2.41 3.21 4.18 12.30 14.94 0.91 3.37 4.48 3.65 

7+9+9+9+18 7 9 9 9 18 1.66 2.13 2.13 2.13 4.26 4.18 12.30 14.94 0.91 3.28 4.48 3.75 

7+9+9+9+24 7 9 9 9 24 1.48 1.91 1.91 1.91 5.09 4.18 12.30 14.94 0.91 3.28 4.46 3.75 

7+9+9+12+12 7 9 9 12 12 1.76 2.26 2.26 3.01 3.01 4.18 12.30 14.94 0.91 3.37 4.48 3.65 

7+9+9+12+18 7 9 9 12 18 1.57 2.01 2.01 2.68 4.03 4.18 12.30 14.94 0.91 3.28 4.48 3.75 

7+9+12+12+12 7 9 12 12 12 1.66 2.13 2.84 2.84 2.84 4.18 12.30 14.94 0.91 3.32 4.48 3.71 

7+12+12+12+12 7 12 12 12 12 1.57 2.68 2.68 2.68 2.68 4.18 12.30 14.94 0.91 3.32 4.48 3.71 

9+9+9+9+9 9 9 9 9 9 2.46 2.46 2.46 2.46 2.46 4.18 12.30 14.94 0.91 3.37 4.48 3.65 

9+9+9+9+12 9 9 9 9 12 2.31 2.31 2.31 2.31 3.08 4.18 12.30 14.94 0.91 3.37 4.48 3.65 

9+9+9+9+18 9 9 9 9 18 2.05 2.05 2.05 2.05 4.10 4.18 12.30 14.94 0.91 3.28 4.48 3.75 

9+9+9+12+12 9 9 9 12 12 2.17 2.17 2.17 2.89 2.89 4.18 12.30 14.94 0.91 3.32 4.48 3.71 

9+9+12+12+12 9 9 12 12 12 2.05 2.05 2.73 2.73 2.73 4.18 12.30 14.94 0.91 3.32 4.48 3.71 
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WIFI MODULE** N335-9037

WIFI KIT N335-9038



SLEEP 
MODE

R32AUTO-
DIAGNOSIS

SYSTEM

ULTRA-
QUIET

ENERGY
CLASS

EASY 
INSTALLATION

REFRIGERANT 
LEAK 

DETECTION

INDEPENDENT 
DEHUMIDI-
FICATION

AIR FLOW
3D

3D

RESTART
FUNCTION

TURBO 
MODE

WEEKLY
TIMER

FOLLOW 
ME

AUTO SWING

OUTDOOR UNIT 38QUS018D8S-1 38QUS024D8S

ECR artikelnummer N335-3029 N335-3036

Cooling Capacity kW 5.30 (2.71~5.57) 7.05 (3.20~7.70)

Heating Capacity kW 5.57 (2.42~6.30) 7.40 (2.70~8.30)

Heating Capacity to -7 °C kW 4.50 5.30

Heating Capacity to -10 °C kW 4.00 5.50

Heating Capacity to -15 °C kW 3.60 4.90

P design capacity cooling kW 5.30 7.05

P design capacity heating (warmer) kW 4.10 5.30

P design capacity heating (average) kW 5.00 4.90

Temp. range (Cooling) °C -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.1 / 4.0 / 5.1 6.1 / 4.0 / 4.6

Energy label - A++ / A+ / A+++ A++ / A+ / A++

Yearly energy consumption kWh 304 / 1435 / 1373 392 / 1855 / 1372

EER/COP W/W 3.25 / 3.71 3.07 / 3.47

Power supply V-Hz 220~240V, 50Hz 220~240V, 50Hz

Standard current draw (Cooling) A 7.2 10.1

Standard input draw (Cooling) W 1630 2230

Standard current draw (Heating) A 6.6 9.7

Standard input draw (Heating) W 1500 2130

Rated current A 13.5 13.5

Rated input W 2950 2950

Refrigerant amount (R32) kg 1.15 / 0.776 1.50 / 1.012

Liquid sid/Gas side inch 1/4” / 1/2” 3/8” / 5/8”

Standard piping length m 5 5

Min. piping length m 3 3

Max. piping length m 30 50

Max. difference m 20 25

Additional charge g/m 12 24

Sound power level dB(A)* 64 67

Sound pressure level dB(A)* 57 61

Air fl ow m3/h 2000 2700

Weight (net/gross) kg 33.7 / 36.6 49.5 / 53.0

Dimensions (LxWxH) mm 800×333×554 845x363x702

INDOOR UNIT 42QZL018D8S-2 42QZL024D8S

ECR artikelnummer N335-7023 N335-7026

Indoor fan motor Input W 96 100

Indoor fan motor max current A 0.94 1.11

Sound power level dB(A)* 61 62

Sound pressure level (Min.~Max) dB(A)* 36~44 49 / 46 / 41

Air fl ow (Min.~Max) m3/h 650~880 1200 / 1070 / 850

Weight (net/gross) kg 28.0 / 33.5 27.0 / 32.0

Dimensions (LxWxH) mm 1068×675×235 1068×675×235

SLEEP 
MODE

EASY 
INSTALLATION KJR-120N

N335-9165



40

OUTDOOR UNIT 38QUS036D8S 38QUS036D8T

ECR artikelnummer N335-3057 N335-3077

Cooling Capacity kW 10.50 (3.90~10.70) 10.50 (3.90~11.20)

Heating Capacity kW 12.50 (2.90~13.50) 10.80 (2.80~13.90)

Heating Capacity to -7 °C kW 9.80 9.70

Heating Capacity to -10 °C kW 8.40 8.30

Heating Capacity to -15 °C kW 8.20 8.20

P design capacity cooling kW 10.50 10.50

P design capacity heating (warmer) kW 8.70 8.70

P design capacity heating (average) kW 10.60 9.00

Temp. range (Cooling) °C -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.6 / 4.0 / 5.1 6.5 / 4.0 / 5.1

Energy label - A++ / A+ / A+++ A++ / A+ / A+++

Yearly energy consumption kWh 557 / 3045 / 2910 565 / 3045 / 2471

EER/COP W/W 2.65 / 3.62 2.80 / 3.65

Power supply V-Hz 220~240V, 50Hz 380~415V, 50Hz

Standard current draw (Cooling) A 17.1 6.7

Standard input draw (Cooling) W 3830 4000

Standard current draw (Heating) A 15.3 5.1

Standard input draw (Heating) W 3450 2950

Rated current A 21.5 10.0

Rated input W 4700 5600

Refrigerant amount (R32) kg 2.40 2.40

Liquid sid/Gas side inch 3/8” / 5/8” 3/8” / 5/8”

Standard piping length m 5 5

Min. piping length m 3 3

Max. piping length m 65 65

Max. difference m 30 30

Additional charge g/m 24 24

Sound power level dB(A)* 69 69

Sound pressure level dB(A)* 64 64

Air fl ow m3/h 4000 4000

Weight (net/gross) kg 67.0 / 73.5 81.5 / 87.0

Dimensions (LxWxH) mm 946×410×810 946×410×810

INDOOR UNIT 42QZL036D8S 42QZL036D8S

ECR artikelnummer N335-7029 N335-7029

Indoor fan motor Input W 96 96

Indoor fan motor max current A 1.15 1.15

Sound power level dB(A)* 63 63

Sound pressure level (Min.~Max) dB(A)* 42~50 42~50

Air fl ow (Min.~Max) m3/h 1430~2160 1430~2160

Weight (net/gross) kg 41.5 / 48.0 41.5 / 48.0

Dimensions (LxWxH) mm 1650×675×235 1650×675×235



OUTDOOR UNIT 38QUS048D8T 38QUS060D8T

ECR artikelnummer N335-3087 N335-3097

Cooling Capacity kW 14.00 (4.90~15.10) 15.40 (5.20~17.00)

Heating Capacity kW 15.60 (3.80~18.00) 18.00 (4.30~19.60)

Heating Capacity to -7 °C kW 11.10 11.50

Heating Capacity to -15 °C kW 10.50 11.10

Heating Capacity to -20 °C kW 8.60 9.90

P design capacity cooling kW 14.00 15.40

P design capacity heating (warmer) kW 11.10 11.80

P design capacity heating (average) kW 12.10 12.30

Temp. range (Cooling) °C -15~50 -15~50
Temp. range (Heating) °C -15~24 -15~24
SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.1 / 4.0 / 4.8 6.1 / 4.0 / 5.1

Energy label - A++ / A+ / A++ A++ / A+ / A+++

Yearly energy consumption kWh 803 / 3885 / 3529 884 / 4130 / 3376

EER/COP W/W 2.55 / 2.85 2.55 / 2.95

Power supply V-Hz 380~415V, 50Hz 380~415V, 50Hz

Standard current draw (Cooling) A 9.1 10.1

Standard input draw (Cooling) W 5500 6050

Standard current draw (Heating) A 8.2 10.2

Standard input draw (Heating) W 5030 6100

Rated current A 11.2 14.0
Rated input W 6200 7500
Refrigerant amount (R32) kg 2.80 2.95
Liquid sid/Gas side inch 3/8” / 5/8” 3/8” / 5/8”
Standard piping length m 5 5
Min. piping length m 3 3
Max. piping length m 65 65
Max. difference m 30 30
Additional charge g/m 24 24
Sound power level dB(A)* 75 77
Sound pressure level dB(A)* 66 66
Air fl ow m3/h 7500 7500
Weight (net/gross) kg 107.0 / 120.0 112.0 / 125.0
Dimensions (LxWxH) mm 952×415×1333 952×415×1333

INDOOR UNIT 42QZL048D8S 42QZL060D8S

ECR artikelnummer N335-7033 N335-7035

Indoor fan motor Input W 96 90
Indoor fan motor max current A 1.15 1.2
Sound power level dB(A)* 66 68
Sound pressure level (Min.~Max) dB(A)* 46~54 43~54

Air fl ow (Min.~Max) m3/h 1420~2330 1430~2450

Weight (net/gross) kg 41.2 / 47.6 41.4 / 47.8

Dimensions (LxWxH) mm 1650×675×235 1650×675×235



WIFI MODULE** N335-9037

WIFI KIT N335-9038



Paneel 4-weg casette 40CAS-S4 600×600 N335-7181

INDEPENDENT 
DEHUMIDI-
FICATION

WEEKLY
TIMER

FOLLOW 
ME

RESTART
FUNCTION

AUTO-
DIAGNOSIS

SYSTEM

ULTRA-
QUIET

ENERGY
CLASS

REFRIGERANT 
LEAK 

DETECTION

EASY 
INSTALLATION

AUTO SWING R32 SLEEP 
MODE

OUTDOOR UNIT 38QUS012D8S-1 38QUS018D8S-1

ECR artikelnummer N335-3014 N335-3029

Cooling Capacity kW 3.50 (1.52~5.28) 5.30 (2.90~5.74)

Heating Capacity kW 4.40 (1.03~5.57) 5.42 (2.37~6.10)

Heating Capacity to -7 °C kW 4.10 4.70

Heating Capacity to -10 °C kW 3.80 4.10

Heating Capacity to -15 °C kW 3.60 3.70

P design capacity cooling kW 3.50 5.30

P design capacity heating (warmer) kW 3.10 4.20

P design capacity heating (average) kW 3.50 5.30

Temp. range (Cooling) °C -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 7.8 / 4.6 / 5.1 6.1 / 4.0 / 4.9

Energy label - A++ / A++ / A+++ A++ / A+ / A++

Yearly energy consumption kWh 157 / 959 / 961 304 / 1470 / 1525

EER/COP W/W 4.12 / 4.00 3.25 / 3.71

Power supply V-Hz 220~240V, 50Hz 220~240V, 50Hz

Standard current draw (Cooling) A 3.80 7.2

Standard input draw (Cooling) W 850 1630

Standard current draw (Heating) A 5.00 6.4

Standard input draw (Heating) W 1100 1460

Rated current A 10.0 13.5

Rated input W 2350 2950

Refrigerant amount (R32) kg 0.87 / 0,588 1.15 / 0.776

Liquid sid/Gas side inch 1/4” / 3/8” 1/4” / 1/2”

Standard piping length m 5 5

Min. piping length m 3 3

Max. piping length m 25 30

Max. difference m 10 20

Additional charge g/m 12 12

Sound power level dB(A)* 63 64

Sound pressure level dB(A)* 56 57 

Air fl ow m3/h 2000 2000

Weight (net/gross) kg 34.7 / 37.5 33.7 / 36.6

Dimensions (LxWxH) mm 800×333×554 800×333×554

INDOOR UNIT 42QTD012D8S-1 42QTD018D8S-2

ECR artikelnummer N335-7117 N335-7119

Indoor fan motor Input W 45 45

Indoor fan motor max current A 0.40 0.40

Sound power level dB(A)* 59 60

Sound pressure level (Min.~Max) dB(A)* 36~42 36~45

Air fl ow (Min.~Max) m3/h 390~560 400~680

Panel weight (net/gross) kg 2.5 / 4.5 2.5 / 4.5

Unit weight (net/gross) kg 16.5 / 19.0 16.5 / 19.5

Panel dimensions (LxWxH) mm 647×647×50 647×647×50

Unit dimensions (LxWxH) mm 570×570×260 570×570×260

INVERTER
TECHNOLOGY

AIR FLOW
360°

LOUVER 
POSITION 
MEMORY

EASY 
INSTALLATION

SLEEP 
MODE

38QUS012D8S-1 38QUS018D8S-1

N335-3014 N335-3029

3.50 (1.52~5.28) 5.30 (2.90~5.74)

4.40 (1.03~5.57) 5.42 (2.37~6.10)

4.70

4.10

INVERTER
TECHNOLOGY

KJP-120N
N335-9165



WIFI MODULE** N335-9037

WIFI KIT N335-9038



OUTDOOR UNIT 38QUS024D8S

ECR artikelnummer N335-3036

Cooling Capacity kW 7.05 (3.20~7.90)

Heating Capacity kW 7.20 (2.80~8.80)

Heating Capacity to -7 °C kW 5.40

Heating Capacity to -10 °C kW 5.00

Heating Capacity to -15 °C kW 3.70

P design capacity cooling kW 7.05

P design capacity heating (warmer) kW 5.30

P design capacity heating (average) kW 5.90

Temp. range (Cooling) °C -15~50

Temp. range (Heating) °C -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.1 / 4.0 / 5.1

Energy label - A++ / A+ / A+++

Yearly energy consumption kWh 405 / 1855 / 1620

EER/COP W/W 2.95 / 3.93

Power supply V-Hz 220~240V, 50Hz

Standard current draw (Cooling) A 9.9

Standard input draw (Cooling) W 2180

Standard current draw (Heating) A 8.4

Standard input draw (Heating) W 1830

Rated current A 13.5

Rated input W 2950

Refrigerant amount (R32) kg 1.50

Liquid sid/Gas side inch 3/8” / 5/8”

Standard piping length m 5

Min. piping length m 3

Max. piping length m 50

Max. difference m 25

Additional charge g/m 24

Sound power level dB(A)* 67

Sound pressure level dB(A)* 61

Air fl ow m3/h 2700

Weight (net/gross) kg 49.5 / 53.0

Dimensions (LxWxH) mm 845×363×702

INDOOR UNIT 42QTD024D8S

ECR artikelnummer N335-7131

Indoor fan motor Input W 141

Indoor fan motor max current A 0.80

Sound power level dB(A)* 61

Sound pressure level (Min.~Max) dB(A)* 40~46

Air fl ow (Min.~Max) m3/h 1030~1380

Panel weight (net/gross) kg 6.0 / 9.0

Unit weight (net/gross) kg 24.0 / 28.0

Panel dimensions (LxWxH) mm 950×950×55

Unit dimensions (LxWxH) mm 840×840×245

Paneel 4-weg casette 40CAS-L5 900×900 N335-7191

INDEPENDENT 
DEHUMIDI-
FICATION

WEEKLY
TIMER

FOLLOW 
ME

RESTART
FUNCTION

AUTO-
DIAGNOSIS

SYSTEM

ULTRA-
QUIET

ENERGY
CLASS

REFRIGERANT 
LEAK 

DETECTION

EASY 
INSTALLATION

AUTO SWING R32 SLEEP 
MODE

INVERTER
TECHNOLOGY

AIR FLOW
360°

LOUVER 
POSITION 
MEMORY

EASY 
INSTALLATION

SLEEP 
MODE

INVERTER
TECHNOLOGY

KJR-120N
N335-9165



OUTDOOR UNIT 38QUS036D8S 38QUS036D8T

ECR artikelnummer N335-3057 N335-3077

Cooling Capacity kW 10.50 (3.90~10.60) 10.50 (4.00~10.70)

Heating Capacity kW 10.60 (2.90~13.50) 10.80 (2.90~14.10)

Heating Capacity to -7 °C kW 9.70 9.60

Heating Capacity to -10 °C kW 8.30 8.20

Heating Capacity to -15 °C kW 8.20 8.10

P design capacity cooling kW 10.50 10.50

P design capacity heating (warmer) kW 8.70 8.10

P design capacity heating (average) kW 10.50 10.50

Temp. range (Cooling) °C -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.1 / 4.0 / 4.9 6.1 / 4.0 / 4.9

Energy label - A++ / A+ / A++ A++ / A+ / A++

Yearly energy consumption kWh 602 / 3045 / 3000 602 / 2835 / 3000

EER/COP W/W 2.61 / 3.53 2.80 / 3.71

Power supply V-Hz 220~240V, 50Hz 380~415V, 50Hz

Standard current draw (Cooling) A 16.5 6.6

Standard input draw (Cooling) W 3740 3950

Standard current draw (Heating) A 13.3 5.0

Standard input draw (Heating) W 2970 2910

Rated current A 21.5 10.0

Rated input W 4700 5600

Refrigerant amount (R32) kg 2.40 2.40

Liquid sid/Gas side inch 3/8” / 5/8” 3/8” / 5/8”

Standard piping length m 5 5

Min. piping length m 3 3

Max. piping length m 65 65

Max. difference m 30 30

Additional charge g/m 24 24

Sound power level dB(A)* 69 69

Sound pressure level dB(A)* 64 64

Air fl ow m3/h 4000 4000

Weight (net/gross) kg 67.0 / 73.5 81.5 / 87.0
Dimensions (LxWxH) mm 946×410×810 946×410×810

INDOOR UNIT 42QTD036D8S 42QTD036D8S

ECR artikelnummer N335-7151 N335-7151

Indoor fan motor Input W 141 141

Indoor fan motor max current A 0.80 0.80

Sound power level dB(A)* 62 62

Sound pressure level (Min.~Max) dB(A)* 46~51 46~51

Air fl ow (Min.~Max) m3/h 1440~1770 1440~1770

Panel weight (net/gross) kg 6.0 / 9.0 6.0 / 9.0

Unit weight (net/gross) kg 27.5 / 31.0 27.5 / 31.0

Panel dimensions (LxWxH) mm 950×950×55 950×950×55

Unit dimensions (LxWxH) mm 840×840×245 840×840×245

PANEEL 4-WEG CASSETTE 40CAS-L5 42QTD/36/48/60 900×900 N335-7191

46



OUTDOOR UNIT 38QUS048D8T 38QUS060D8T

ECR artikelnummer N335-3087 N335-3097

Cooling Capacity kW 14.00 (4.70~14.60) 15.40 (5.20~16.70)

Heating Capacity kW 15.60 (3.90~16.80) 18.00 (4.30~19.30)

Heating Capacity to -7 °C kW 10.50 12.20

Heating Capacity to -10 °C kW 10.00 11.90

Heating Capacity to -15 °C kW 8.50 9.80

P design capacity cooling kW 14.00 15.40

P design capacity heating (warmer) kW 11.00 11.80

P design capacity heating (average) kW 11.80 12.30

Temp. range (Cooling) °C -15~50 -15~50
Temp. range (Heating) °C -15~24 -15~24
SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.1 / 4.0 / 4.6 6.1 / 4.0 / 5.1

Energy label - A++ / A+ / A++ A++ / A+ / A+++

Yearly energy consumption kWh 803 / 3850 / 3591 884 / 4130 / 3376

EER/COP W/W 2.72 / 3.10 2.53 / 2.94

Power supply V-Hz 380~415V, 50Hz 380~415V, 50Hz

Standard current draw (Cooling) A 9.2 10.2

Standard input draw (Cooling) W 5150 6080

Standard current draw (Heating) A 8.2 10.3

Standard input draw (Heating) W 5040 6130

Rated current A 11.2 14.0
Rated input W 6200 7500
Refrigerant amount (R32) kg 2.80 2.95
Liquid sid/Gas side inch 3/8” / 5/8” 3/8” / 5/8”
Standard piping length m 5 5
Min. piping length m 3 3
Max. piping length m 65 65
Max. difference m 30 30
Additional charge g/m 24 24
Sound power level dB(A)* 75 77
Sound pressure level dB(A)* 66 66
Air fl ow m3/h 7500 7500
Weight (net/gross) kg 107.0 / 120.0 112.0 / 125.0
Dimensions (LxWxH) mm 952×415×1333 952×415×1333

INDOOR UNIT 42QTD048D8S 42QTD060D8S

ECR artikelnummer N335-7161 N335-7165

Indoor fan motor Input W 141 232

Indoor fan motor max current A 0.80 1.92

Sound power level dB(A)* 65 65

Sound pressure level (Min.~Max) dB(A)* 49~52 48~53

Air fl ow (Min.~Max) m3/h 1380~1720 1540~1970

Panel weight (net/gross) kg 6.0 / 9.0 6.0 / 9.0

Unit weight (net/gross) kg 29.0 / 33.0 29.0 / 33.0

Panel dimensions (LxWxH) mm 950×950×55 950×950×55

Unit dimensions (LxWxH) mm 840×840×287 840×840×287

WIFI MODULE**  42QTD/36/48/60 N335-9037



WIFI MODULE** N335-9037 Netto prijs: € 15

WIFI KIT N335-9038 Netto prijs: € 79



REFRIGERANT 
LEAK 

DETECTION

EASY 
INSTALLATION

INVERTER
TECHNOLOGY

TURBO 
MODE

ENERGY
CLASS

OUTDOOR UNIT 38QUS012D8S-1 38QUS018D8S-1 38QUS024D8S

ECR artikelnummer N335-3014 N335-3029 N335-3036

Cooling Capacity kW 3.50 (1.49~4.75) 5.30 (2.55~5.69) 7.05 (3.20~8.20)

Heating Capacity kW 4.10 (0.97~5.63) 5.86 (2.20~6.15) 7.60 (2.80~8.80)

Heating Capacity to -7 °C kW 4.10 4.70 5.30

Heating Capacity to -10 °C kW 3.60 4.10 4.70

Heating Capacity to -15 °C kW 3.30 3.70 3.50

P design capacity cooling kW 3.50 5.30 7.05

P design capacity heating (warmer) kW 3.20 4.30 5.00

P design capacity heating (average) kW 3.70 5.20 5.60

Temp. range (Cooling) °C -15~50 -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.5 / 4.0 / 4.8 6.1 / 4.0 / 5.0 6.5 / 4.0 / 4.8

Energy label - A++ / A+ / A++ A++ / A+ / A++ A++ / A+ / A++

Yearly energy consumption kWh 188 / 1120 / 1079 304 / 1512 / 1464 304 / 1512 / 1466

EER/COP W/W 3.68 / 3.73 3.25 / 3.71 3.23 / 3.88

Power supply V-Hz 220~240V, 50Hz 220~240V, 50Hz 220~240V, 50Hz

Standard current draw (Cooling) A 4.22 7.2 10.3

Standard input draw (Cooling) W 950 1630 2260

Standard current draw (Heating) A 5.00 7.00 9.00

Standard input draw (Heating) W 1100 1580 1960

Rated current A 10.0 13.5 13.5

Rated input W 2350 2950 2950

Refrigerant amount (R32) kg 0.87 1.15 1.50

Liquid sid/Gas side inch 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”

Standard piping length m 5 5 5

Min. piping length m 3 3 3

Max. piping length m 25 30 50

Max. difference m 10 20 25

Additional charge g/m 12 12 24

Sound power level dB(A)* 63 64 67

Sound pressure level dB(A)* 56 57 61

Air fl ow m3/h 2000 2000 2700

Weight (net/gross) kg 34.7 / 37.5 33.7 / 36.6 49.5 / 53.0

Dimensions (LxWxH) mm 800×333×554 800×333×554 845×363×702

INDOOR UNIT 42QSS012D8S-1 42QSS018D8S-1 42QSS024D8S

ECR artikelnummer N335-7256 N335-7258 N335-7241

Indoor fan motor Input W 130 90 90

Indoor fan motor max current A 1.11 1.20 1.20

Sound power level dB(A)* 60 61 63

Sound pressure level (Min.~Max) dB(A)* 30~42 33~45 38~42

Air fl ow (Min.~Max) m3/h 300~580 350~880 840~1250

External static pressure Pa 0~30 0~100 0~160

Unit weight (net/gross) kg 18.0 / 22.0 24.5 / 29.5 31.5 / 39.0

Unit dimensions (LxWxH) mm 700×450×200 880×674×210 1100×774×249

INDEPENDENT 
DEHUMIDI-
FICATION

WEEKLY
TIMER

FOLLOW 
ME

RESTART
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AUTO-
DIAGNOSIS

SYSTEM

ULTRA-
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KJR-120N
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38QUS024D8S

N335-3036

7.05 (3.20~8.20)

7.60 (2.80~8.80)

5.30
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N335-9165



OUTDOOR UNIT 38QUS030D8S 38QUS036D8S 38QUS036D8T

ECR artikelnummer N335-3047 N335-3057 N335-3077

Cooling Capacity kW 8.80 (2.23~9.82) 10.50 (2.70~10.60) 10.50 (2.70~11.70)

Heating Capacity kW 9.38 (6.74~11.14) 11.30 (2.50~13.40) 11.60 (2.50~13.50)

Heating Capacity to -7 °C kW 7.00 10.30 9.90

Heating Capacity to -10 °C kW 6.20 9.60 9.10

Heating Capacity to -15 °C kW 5.60 8.30 8.10

P design capacity cooling kW 8.80 10.50 10.50

P design capacity heating (warmer) kW 8.00 8.40 8.00

P design capacity heating (average) kW 7.00 10.00 10.50

Temp. range (Cooling) °C -15~50 -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.1 / 4.0 / 5.1 6.1 / 4.0 / 4.9 6.2 / 4.0 / 5.1

Energy label - A++ / A+ / A+++ A++ / A+ / A++ A++ / A+ / A+++

Yearly energy consumption kWh 505 / 2800 / 1920 602 / 2940 / 2857 593 / 2800 / 2883

EER/COP W/W 3.38 / 4.08 2.52 / 3.55 2.80 / 3.80

Power supply V-Hz 220~240V, 50Hz 220~240V, 50Hz 380~415V, 50Hz

Standard current draw (Cooling) A 11.8 17.5 6.8

Standard input draw (Cooling) W 2600 3950 4070

Standard current draw (Heating) A 10.6 14.1 5.4

Standard input draw (Heating) W 2300 3180 3050

Rated current A 16.5 21.5 10.0

Rated input W 3600 4700 5600

Refrigerant amount (R32) kg 2.00 2.40 2.40

Liquid sid/Gas side inch 3/8” / 5/8” 3/8” / 5/8” 3/8” / 5/8”

Standard piping length m 5 5 5

Min. piping length m 3 3 3

Max. piping length m 50 65 65

Max. difference m 25 30 30

Additional charge g/m 24 24 24

Sound power level dB(A)* 67 69 69

Sound pressure level dB(A)* 61 64 64

Air fl ow m3/h 3800 4000 4000

Weight (net/gross) kg 56.9 / 61.8 67.0 / 73.5 81.5 / 87.0

Dimensions (LxWxH) mm 946×410×810 946×410×810 946×410×810

INDOOR UNIT 42QSS030D8S 42QSS036D8S 42QSS036D8S

ECR artikelnummer N335-7244 N335-7246 N335-7246

Indoor fan motor Input W 250 250 250

Indoor fan motor max current A 1.52 1.52 1.52

Sound power level dB(A)* 65 65 65

Sound pressure level (Min.~Max) dB(A)* 40~46 39~45 39~45

Air fl ow (Min.~Max) m3/h 635~1400 750~1400 750~1400

External static pressure Pa 0~160 0~160 0~160

Unit weight (net/gross) kg 46.3 / 54.5 40.5 / 48.5 40.5 / 48.5

Unit dimensions (LxWxH) mm 1360×774×249 1360×774×249 1360×774×249



OUTDOOR UNIT 38QUS042D8S 38QUS048D8T 38QUS060D8T

ECR artikelnummer N335-3061 N335-3087 N335-3097

Cooling Capacity kW 12.40 (2.58~13.40) 14.00 (4.20~15.20) 15.40 (5.80~17.20)

Heating Capacity kW 13.48 (2.05~14.85) 15.60 (3.70~18.00) 18.00 (4.60~20.50)

Heating Capacity to -7 °C kW 10.80 11.60 12.60

Heating Capacity to -10 °C kW 9.60 10.70 11.80

Heating Capacity to -15 °C kW 8.60 9.10 10.20

P design capacity cooling kW 12.40 14.00 15.40

P design capacity heating (warmer) kW 9.60 11.80 12.00

P design capacity heating (average) kW 10.70 11.80 12.70

Temp. range (Cooling) °C -15~50 -15~50 -15~50

Temp. range (Heating) °C -15~24 -15~24 -15~24

SEER / SCOP (warm season) / SCOP (mid-season) W/W 6.1 / 4.0 / 5.0 6.1 / 4.0 / 5.0 6.1 / 4.0 / 5.1

Energy label - A++ / A+ / A++ A++ / A+ / A++ A++ / A+ / A+++

Yearly energy consumption kWh 711 / 3360 / 2996 803 / 4130 / 3304 884 / 4200 / 3486

EER/COP W/W 3.40 / 3.66 2.72 / 3.69 2.82 / 3.38

Power supply V-Hz 220~240V, 50Hz 380~415V, 50Hz 380~415V, 50Hz

Standard current draw (Cooling) A 16.0 8.3 9.0

Standard input draw (Cooling) W 3650 5150 5470

Standard current draw (Heating) A 16.2 6.7 8.6

Standard input draw (Heating) W 3680 4230 5330

Rated current A 22.5 11.2 14.0

Rated input W 4800 6200 7500

Refrigerant amount (R32) kg 2.80 2.80 2.95

Liquid sid/Gas side inch 3/8” / 5/8” 3/8” / 5/8” 3/8” / 5/8”

Standard piping length m 5 5 5

Min. piping length m 3 3 3

Max. piping length m 65 65 65

Max. difference m 30 30 30

Additional charge g/m 24 24 24

Sound power level dB(A)* 72 75 77

Sound pressure level dB(A)* 65 66 66

Air fl ow m3/h 3600 7500 7500

Weight (net/gross) kg 73.9 / 78.9 107.0 / 120.0 112.0 / 125.0

Dimensions (LxWxH) mm 946×410×810 952×415×1333 952×415×1333

INDOOR UNIT 42QSS042D8S 42QSS048D8S 42QSS060D8S

ECR artikelnummer N335-7248 N335-7268 N335-7274

Indoor fan motor Input W 560 560 560

Indoor fan motor max current A 4.10 4.10 4.10

Sound power level dB(A)* 71 67 71

Sound pressure level (Min.~Max) dB(A)* 49~54 48~51 50~54

Air fl ow (Min.~Max) m3/h 1047~1871 1680~2400 1820~2600

External static pressure Pa 0~160 0~160 0~160

Unit weight (net/gross) kg 52.8 / 61.3 47.5 / 56.0 406.0 / 55.5

Unit dimensions (LxWxH) mm 1200×874×300 1200×874×300 1200×874×300



CCM-30 CENTRALE AFSTANDSBEDIENING VOOR MEERDERE BINNEN UNITS

ECR artikelnummer N335-9080

KJR-12B COMPATIBEL MET CONSOLE MODELLEN

ECR artikelnummer N335-9083

KJR-120N COMPATIBEL MET ALLE MODELLEN

ECR artikelnummer N335-9165



CCM-09 CENTRALE AFSTANDSBEDIENING VOOR MEERDERE BINNEN UNITS

ECR artikelnummer N335-9070

UITLEESMODULE

ECR artikelnummer N335-9506




